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SPECIFICATIONS 

1. SPECIFICATION SECTION 015633 SECURITY:  At 015633 1.03.J omit paragraph 3. 

2. SPECIFICATION SECTION 111901 DETENTION EQUIPMENT: Add, “2.03 B. 17. Where 

existing detention locksets are to be reused, remove, clean, lubricate, adjust and reinstall lockset.”  

3. SPECIFICATION SECTION 081102 STEEL DOORS AND FRAMES:  Add, “2.03 D. 2. Base 

Anchors.: Provide welded-in reverse base anchors and attach to substrate with tapcons or similar.”      

 

DRAWINGS 
         

1. DRAWING  G-1: Unbold Building 5. Bold Building 6.  

2. DRAWING A28-A : Insert attached Drawing A-28A dated 11/18/14. 

3. DRAWING A-19: At Dr. 6.1.-56.1, add detail J-2A/A-28A, to the jamb detail column and add the 

following note: detail J-2A/A-28A at strike jamb; detail J2/A-28 at hinge jamb.  

4. DRAWING A-19: At Dr.12.1-37, add detail J-2A/A-28A to the jamb detail column and add the following 

note:detail J-2A/A-28A at strike jamb; detail J2/A-28 at hinge jamb.  

5. DRAWING A-19: At Dr.13.1-24.2 change Type from FNV-2 to FNV-1. 

6. DRAWING A-20: At Dr.13.1-1.2 change Type from FNV-2 to FNV-1. 

7. DRAWING A-20: Add the following: 

  Door Schedule Notes  

  BS = Both Sides 

  HS = Hinge Side 

  SS=Stop Side 

  Cover plate is described in specification section 111901 2.06. D. 6.  

 Field verify frame and door dimensions. 

  Limit removals and installations to the amount of work that can be completed and secured  

  at the end of each work day while maintaining egress in a manner acceptable to the Director’s      

Representative.   

8. DRAWING A-22: Change Elevation entitled HG-2 to 2HG.  
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APPENDIX 

 

1. LIMITED SURVEY FOR ASBESTOS, LEAD BASED PAINT & PCBS: Remove report amended 

May 30, 2014 in its entirety and replace it with the attached report amended October 3, 2014.  
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1.0 BACKGROUND/PURPOSE 
 
Adelaide Environmental Health Associates, Inc. (Adelaide) was retained by OGS to perform a 
limited  asbestos,  lead  based  paint  and  PCB  survey  at  the  Ulster  Correctional  facility  in 
Napanoch, New York.   This survey was based on the scope of work provided by OGS. The 
inspection was performed on June 11, 2013 by Adelaide Representative Robert See (certified 
asbestos inspector/EPA lead paint inspector).  
 
2.0 EXECUTIVE SUMMARY OF INSPECTION RESULTS 
 
Following the scope of work that was given to us, Adelaide inspected suspect materials that 
may be impacted from the Door Repair/Replacement Facility Wide.  
 
Adelaide collected eighty three (83) asbestos samples, seventeen (17) lead bulk samples, 
one hundred twenty four (124) XRF Shots and forty one (41) PCB samples from the above‐
mentioned areas on June 11, 2013. 
Nine (9) samples / homogenous areas tested positive for asbestos, zero (0) Bulk sample 
tested positive for lead, zero (0) tested positive for PCB’s and twenty five (25)  XRF 
Readings positive for Lead Based Paints.  
 
Upon further review of the XRF data it is found that the PSC data sheets from the 
manufacturer indicate that the readings were actually inconclusive. The 17 Lead paint bulk 
samples that were taken indicate that the tested painted surfaces are negative and do not 
require special handling.     
 
Summary of Asbestos Containing Materials: 
 
Sample #  Material Sampled  Approximate 

Quantity 
Condition  Areas Affected 

11  Door Window Glaze  1 SF  Damaged  Bldg 8 Door Windows 

16  Door Caulk White 
Interior 

1 SF per Door  Damaged  Bldg 4 Interior Door Side 

18  Door Window Glaze  1 SF  Damaged  Bldg 4 Door Windows 
29  Door Window Glaze  1 SF  Damaged  Bldg 13 Door Windows 
50  Door Window Glaze  1 SF  Damaged  Bldg 16 Door Windows 
52  Door Window Glaze  1 SF  Damaged  Bldg 17 Door Windows 
58  Door Window Glaze  1 SF  Damaged  Bldg 18 Door Windows 
66  Door Window Glaze  1 SF  Damaged  Bldg 19 Door Windows 
81  Door Window Glaze  1 SF  Damaged  Bldg 23 Door Windows 
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Summary of Lead Based Paint: 
 
Sample #  Room  Component  Color  Substrate  XRF READING 

08L  Bldg 8 Door 
1‐33  Interior Door  Brown  Metal 

1.0 
(inconclusive) 
Tested negative 
by chip sample 

10L  Bldg 12 
Door 1‐37  Interior Door  Brown  Metal 

1.0 
(inconclusive) 
Tested negative 
by chip sample 

11L  Bldg 12 
Door 1‐37  Door Frame  Brown  Metal  1.0 

(inconclusive) 

12L  Bldg 12 
Door 1‐37  Door Exterior  Brown  Metal  1.0 

(inconclusive) 

14L  Bldg 12 
Door 1‐20A  Door Frame  Brown  Metal  1.0 

(inconclusive)

32L  Bldg 4  
Door 1‐1.1  Door Frame  Brown  Metal  1.0 

(inconclusive)

41L  Bldg 4 Door 
1‐64.1  Door Frame  Tan  Metal 

1.0 
(inconclusive) 
Tested negative 
by chip sample

42L  Bldg 4 Door 
1‐64.1  Door Exterior  Brown  Metal  1.0 

(inconclusive)

48L 
Bldg 17 
Door         
1‐24.1 

Door Exterior  Brown  Metal  1.0 
(inconclusive) 

51L  Bldg 17 
Door 1‐1.1  Door Exterior  Brown  Metal  1.0 

(inconclusive)

62L 
Bldg 19 
Door         
1‐24.1 

Door Frame  Brown  Metal 

1.0 
(inconclusive) 
Tested negative 
by chip sample

67L 
Bldg 16 
Door         
1‐24.1 

Door Interior  Brown  Metal 

1.0 
(inconclusive) 
Tested negative 
by chip sample

71L  Bldg 16 
Door 1‐1.1  Door Frame  Brown  Metal  1.1 

(inconclusive)
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Sample #  Room  Component  Color  Substrate  XRF READING 

74L 
Bldg 14 
Door         
1‐24.1 

Door Frame  Brown  Metal  1.0 
(inconclusive) 

75L 
Bldg 14 
Door         
1‐24.1 

Door Exterior  Brown  Metal  1.0 
(inconclusive) 

92L  Bldg 1   
Door 1‐19  Door Frame  Brown  Metal  1.0 

(inconclusive)

95L  Bldg 1 Door 
1‐34.2  Door Frame  Tan  Metal 

1.0 
(inconclusive) 
Tested negative 
by chip sample

103L  Bldg 23 
Door 1‐4.1  Door Exterior  Brown  Metal 

1.0 
(inconclusive) 
Tested negative 
by chip sample

105L  Bldg 23 
Door 1‐4.1  Door Interior  Brown  Metal  1.0 

(inconclusive)

107L  Bldg 23 
Door 1‐3.1  Door Frame  Brown  Metal  1.0 

(inconclusive)

108L  Bldg 23 
Door 1‐3.1  Door Interior  White  Metal 

1.0 
(inconclusive) 
Tested negative 
by chip sample

114L  Bldg 23 
Door 1‐1.1  Door Frame  Brown  Metal  1.0 

(inconclusive)

115L  Bldg 23 
Door 1‐1.2  Door Interior  Brown  Metal  1.0 

(inconclusive)

116L  Bldg 23 
Door 1‐1.2  Door Exterior  Brown  Metal  1.0 

(inconclusive)

125L  Bldg 13 
Door 1‐1.2  Door Frame  Beige  Metal 

1.0 
(inconclusive) 
Tested negative 
by chip sample

 
Negative Material List 
 
The following is a list of the homogeneous areas that tested negative during this inspection: 

 
 Interior Door Caulk  White Bldg 1 
 Exterior Door Caulk Gray Bldg 1 
 Door Window Glaze Black Bldg 1 
 Exterior Door Caulk Gray Bldg 4 
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 Interior Door Caulk  White Bldg 6 
 Exterior Door Caulk Gray Bldg 6 
 Door Window Glaze Black Bldg 6 
 Interior Door Caulk  White Bldg 8 
 Exterior Door Caulk Gray Bldg 8 
 Interior Door Caulk  White Bldg 11 
 Exterior Door Caulk Gray Bldg 11  
 Interior Door Caulk  White Bldg 12 
 Exterior Door Caulk Gray Bldg 12 
 Interior Door Caulk  White Bldg 13 
 Exterior Door Caulk Gray Bldg 13 
 Interior Door Caulk  White Bldg 14 
 Exterior Door Caulk Gray Bldg 14 
 Door Window Glaze Black Bldg 14 
 Interior Door Caulk  White Bldg 15 
 Exterior Door Caulk Gray Bldg 15 
 Interior Door Caulk  White Bldg 16 
 Exterior Door Caulk Gray Bldg 16 
 Interior Door Caulk  White Bldg 17 
 Exterior Door Caulk Gray Bldg 17 
 Interior Door Caulk  White Bldg 18 
 Exterior Door Caulk Gray Bldg 18 
 Interior Door Caulk  White Bldg 19 
 Exterior Door Caulk Gray Bldg 19 
 Interior Door Caulk  White Bldg 23 
 Exterior Door Caulk Gray Bldg 23 

 
3.0   ASBESTOS FIELD PROCEDURES AND ANALYSIS METHODOLOGY 
 
3.1  INSPECTION  
 
Guidelines used for the  inspection were established by the U.S. Environmental Protection 
Agency (EPA)  in the Guidance  for Controlling Asbestos Containing Materials  in Buildings, 
Office of Pesticides and Toxic Substances, DOC# 560/5‐85‐024 and 40 CFR Part 763, Asbestos 
Hazard Emergency Response Act (AHERA). Field information was organized as per the AHERA 
concept of a homogeneous area (HA); that is, suspect Asbestos Containing Materials (ACM) 
with similar age, appearance, and texture were grouped together, sampled and assessed for 
condition.  
 
For the purposes of this inspection, suspect ACM has been placed in three material categories: 
thermal, surfacing, and miscellaneous. 
 
Surfacing materials  are  those  that  are  sprayed  on,  troweled  on  or  otherwise  applied  to 
surfaces for fireproofing, acoustical, or decorative purposes (e.g., wall and ceiling plaster). 
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Thermal materials are those applied to heat pipes or other structural components to prevent 
heat  loss  or  gain  or  prevent  water  condensation  (e.g.,  pipe  and  fitting  insulation,  duct 
insulation, boiler flue).  
 
Miscellaneous materials are interior building materials on structural components, structural 
members or fixtures, such as floor and ceiling tiles, etc. and do not include surfacing material 
or thermal system insulation. 
 
3.2  SAMPLING  
 
SURFACING MATERIALS 
 
Surfacing materials were grouped into homogeneous sampling areas.  A homogeneous area 
contains material that is uniform in color and texture and appears identical in every other 
respect.    Materials  installed  at  different  times  belong  to  different  sampling  areas.  
Homogeneous areas were determined on per floor basis. 
 
The following protocol was used for determining the number of samples to be collected: 
 
 At  least three bulk samples were collected from each homogeneous area that  is 1,000 

square feet or less. 
 At least five bulk samples were collected from each homogeneous area that is greater than 

1,000 square feet but less than or equal to 5,000 square feet. 
 At least seven bulk samples were collected from each homogeneous area that is greater 

than 5,000 square feet. 
 
THERMAL SYSTEM INSULATION (TSI) 
 
The concept of homogeneous sampling areas applies equally well to thermal insulation as to 
surfacing material.  A "typical" building may contain multiple insulated pipe runs from any 
combination of the following categories: 
 

 Hot water supply and/or return 
 Cold water supply 
 Chilled water supply 
 Steam supply and/or return 
 Roof or system drain 

 
The following protocol was used for determining the number of samples to be collected. 
  
 Collect  at  least  three  bulk  samples  from  each  homogeneous  area  of  thermal  system 

insulation. 
 Collect at least one bulk sample from each homogeneous area of patched thermal system 

insulation if the patched section is less than 6 linear or square feet. 
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 In a manner sufficient to determine whether the material is ACM or not ACM, collect a 
minimum of three bulk samples from each homogeneous insulated mechanical system tee, 
elbow, and valve. 

 
Bulk samples are not collected from any homogeneous area where the certified inspector has 
determined that the thermal system insulation is fiberglass, foam glass, or rubber. 
 
MISCELLANEOUS MATERIALS 
 
Miscellaneous materials are grouped into different homogeneous areas and at least two 
bulk samples are collected from each homogeneous area as per the clarification letter from 
the EPA and the Professional Abatement Contractors of New York, Inc in November of 
2007. 
 
3.3  ANALYSIS 
 
Bulk  samples  of  suspect  ACM were  analyzed  by  Polarized  Light Microscopy  (PLM) with 
dispersion staining, as described in 40CFR Part 763 and the National Emissions Standard for 
Hazardous Air Pollutants (NESHAPS). 
 
The New York State (NYS) Department of Health has recently revised the PLM Stratified Point 
Counting  Method.    The  new  method,  Polarized  Light  Microscopy  for  Identifying  and 
Quantitating Asbestos  in Bulk Samples  can be  found as  Item 198.1  in  the Environmental 
Laboratory Accreditation Program (ELAP) Certification manual. 
 
The State of New York ELAP has determined that analysis of NOB materials is not reliably 
performed by PLM. Therefore, if PLM yields negative results for a non‐friable material, it must 
be confirmed by Transmission Electron Microscopy (TEM) analysis. 
 
All NOB samples were initially analyzed by utilizing TEM methodology. 

            
    4.0   CONCLUSIONS AND RECOMMENDATIONS 

 
This  survey  concluded  that  the materials  listed  in  Section 2.0 Executive Summary  tested 
negative for PCB’s and positive for asbestos and lead based paint.   
 
Asbestos:  These areas must be abated prior to building demolition or renovation if they 

are to be disturbed.  
 
5.0  AREAS NOT ACCESSIBLE 
 
Adelaide  Environmental  Health  Associates  inspected  and  sampled materials which were 
visible and/or accessible to the survey team. Adelaide does not inspect physically inaccessible 
areas, such as between walls, above fixed ceilings, under concrete slabs, etc. This report makes 
no representations as to the content of these areas or materials. 
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All materials present in those not accessible areas shall be assumed positive until tested.  
 
6.0  REPORT CERTIFICATIONS 
 
Adelaide Environmental Health Associates certifies that the information contained herein is 
based on the physical and visual inspections conducted by Adelaide and data collected during 
the inspection survey. 
 
7.0  TRANSMITTAL OF BUILDING/STRUCTURE ASBESTOS SURVEY 

One (1) copy of the results of the building/structure asbestos survey shall be immediately 
transmitted by the building/structure owner as follows:  

(1) One (1) copy of the completed asbestos survey shall be sent by the owner or their 
agent to the local government entity charged with issuing a permit for such demolition, 
renovation, remodeling or repair work under applicable State or local laws.  

(2) The completed asbestos survey for controlled demolition (as per Subpart 56‐11.5) 
or pre‐demolition asbestos projects shall also be submitted to the appropriate Asbestos 
Control Bureau district office.  

(3) The completed asbestos survey shall be kept on the construction site with the 
asbestos notification and variance, if required, throughout the duration of the 
asbestos project and any associated demolition, renovation, remodeling or repair 
project.
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PCB BULK RESULTS 













































































 

 

APPENDIX E 
 

PERSONNEL AND LABORATORY CERTIFICATIONS 









l\\EW YORK STA.TE DEPARTMENT OF HE!~L:rI-';

WADSWORTH CENTER

Ejpires 'j :21j'i ,A,M April 01, 20'14
~ssue0 .;,\pf!~ ·~)·i. 20~!.3

CERTIFICATE OF APPROVAL FOR LABORATORY SERVICE
Issued in accordance with and pursuant to section 502 Public Health Law of New York State

MR. ROBERTQ.BRADLEY
YOF?K ArVALYTfCAL LABO,c~.A TO,C?!ES Jf-JC
120 RESEARCH DRIVE
STRATFORD, CT 06615

NY Lab fd No: 10854

is hereby APPROVED as an Environmental Laboratory in conformance with the
National Environmental Laboratory Accreditation Conference Standards (2003) for the category

ENVIRONMENTAL ANAL YSES SOLID AND HAZARDOUS WASTE
AU approved analytes are listed below:

Poiychiorifiated 8iph.myis

PCB-1242

PCB-1248

PCB-1254

PCB-1260

Poiynuclear Aromatic Hydrocarbons

Acenaphthene

Acenaphthylene

Anthracene

Benzo(a)anthracene

Benzo(a)pyrene

8enzo(b )fluoranthene

Benzo(ghi )perylene

Chrysene

Dibenzo(a,h)ar:thracene

F!uoranthene

EPA 8082

EPA 8082

EPA 8082
r-n" nnnl'")
crf"\ QUO","

EPA 8270C

EPA 82700

EPA 8270C

EPA 82700

EPA 8270C

EPA 82700

EPA 8270C

EPA 82700

EPA 8270C

EPA 82700

EPA 8270C

EPA ai70D

EPA 8270e

EPA 82700

EPA 8270C

EPA 82700

EP.d.8270C

EPA 82700

EPA 8270C

EPA 82'700

Po!;cnuc!~ar Aromatic Hydrocarbons

Fluorene

Indeno(1,2,3-cd)pyrene

Naphthalene

Phenanthrene

Pyrene

Priority Pollutant Phenols

2,4,5-Trichlorophenol

2,4 .6-Trichlorophenol

2,4-0ich!orophenol

2,4-D~methy!phef!o!

2,4-Dinitrophenoi

2-Chlorophenol

2-Methyl-4,6-dinitrophenol

:2-Methyiphenoi

EPA 8270C

EPA 82700

EPA 8270C

EPl'.82700

EPA 8270C

EPA 82700

EPA 8270C

EPA 82700

EPA 8270C

EPA 82700

EPA 82700

EPA 8270C

EPA 8270D

EPA 8270C

EPA 82700

EPA 8270C

EPA 82700

EPA 8270C

EPA 82700

EPA 8270C

EPA 82700

EPA 8270C
r-I""'\" I"\n-,nr"'l,crJ-\ OL/UU

EPA 8270C
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CERTiFiCATE OF APPROVAL FOR LABORATORY SERViCE
Issued in accordance with and pursuant to section 502 Public Health Law of New York State

MR. ROBERT Q. BRADLEY
YORK ANALYTICAL LABORA TORIES INC
120 RESEARCH DRIVE
STRATFORD, CT 06615

NY Lab !d No: 10854

is hereby APPROVED as an Environmental Laboratory in conformance with the
National Environmental Laboratory Accreditation Conference Standards (2003) for the category

ENVIRONMENTAL ANALYSES AIR AND EMISSIONS
AI! approved anaiytes are listed be!o~·/:

Chlorinated Hydrocarbons Purgeab!e Aromatics

·1,2A-Trichlorobenzene EPA TO-14A 1,2-Dichlorobenzene EPA TO-15

EPA TO-15 1,3,5-Trimethylbenzene EPA TO-14A

Hexachlorobutadiene EPA TO-14A EPA TO-IS

EPA TO-15 1,3-Dich!orobenzene EPA TO-14.A.

Hexachloroethane EPA TO-14A EPA TO-15

EPA TO-15 1A-Dichlorobenzene EPA TO-14A

Polychlorinated Biphenyls EPA TO-15

Benzene EPA TO-14A
PCB-l016 EPA TO-lOA

NIOSH 5503
EPA TO-15

Chlorobenzene EPA TO-14A
PCB-1221 EPA TO-lOA

EPA TO-15
NIOSH 5503

PCB-1232 EPA TO-lOA
Ethyl benzene EPA TO-14A

NIOSH 5503
cPA TO-15

PC8-i242 EPA TO-iOA
Isopropylbenzene EPA TO-15

NIOSH 5503
Styrene EPA TO-14A

PCB-1248 EPA TO-10A
EPA TO-15

Toluene EPA TO-14A
NIOSH 5503

PCB-1254 EPA TO-WA
EPA TO-15

NIOSH 5503
Total Xylenes EPA TO-14A

PCB-1260 EPA TO-10A
EPA TO-15

NIOSH 5503 Purgeable Halocarbons

Purgeabie Aromaiics
1.1.1-Trichloroethane EPA TO-14A

A ""Ii A T-:_ ~.I-••11......__ ............. r-nATr\-fAA
EPA TO-15

Il'!','t- II "11t:lIIYIU~IILCIIC Crn IV-I'1"f'"\

1 ~ 1,2,2-Tetiachloioethane r-nF.'T"r"\.AAA

r=:-1 ..... '.-•.~ t=
Clf"'\.. I V-I~K

!".:.rn I \.J-!V
r-n 1\ ..,...,.... .... r."'

1,2-Dichiorobsnzenu ...... ,....,. .................... " cr,.\ 1 \.,)-1;)_................
'-I '--10 1""- • """T,'-.

Serial No.: 48423
Property of the New York Slate Department of Health. Certificates are valid only at the address
s!!own, must be cOf'!splclJQus!y posted, and are ~)f[nte.j on secure paper. Cont;nu 1.=d accred!tat!on Jepands
on successful ongoing participation !f! the-Program. CQf!sumers are urged to cal! (5'!8) 485-5570 to
verify the laboratory's accreditation status.
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APPENDIX F 
 

SAMPLE LOCATION MAPS 
 

AND PHOTOS 







































 

 

 
Samples # 11, 18, 29, 50, 52, 58, 66 & 81 

Door Window Glaze 

 
Sample # 16 Bldg 4 Interior White Door Caulk 
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