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STATE OF NEW YORK 
OFFICE OF GENERAL SERVICES 

DESIGN AND CONSTRUCTION GROUP 
THE GOVERNOR NELSON A. ROCKEFELLER 

EMPIRE STATE PLAZA 
ALBANY, NY  12242 

 

ADDENDUM NO. 1 TO PROJECT NO. 43958 
 

CONSTRUCTION WORK AND ELECTRICAL WORK 
 

PROVIDE SECURITY IMPROVEMENTS 
FINGER LAKES RESIDENTIAL CENTER 

250 AUBURN ROAD 
LANSING, NEW YORK 

 
February 22, 2013 
 
NOTE: This Addendum forms a part of the Contract Documents.  Insert it in the Project Manual.  

Acknowledge receipt of this Addendum in the space provided on the Bid Form. 
 
 
C AND E CONTRACTS: 
 
 
C CONTRACT: 
 
SPECIFICATIONS 
 
1. Page 000110-3 APPENDIX: Delete “Asbestos and Lead Paint Survey Report”. Discard the Pre-

Renovation Asbestos and Lead Paint Survey Report dated August 20, 2008 bound in the project 
manual. 

 
 
DRAWINGS 
 
2. Drawing No. A-101: 

a. Detail 2: At window attached to door 90A, delete the note “INFILL OPENING WITH 8” 
CMU – REINF & GROUTED.” 

b. Detail 2: At window attached to door 90A, change the note “SCREW APPLY 5/8” 
POLYCARBONATE BACKED GWB TO EXISTING WINDOW FRAME” to Read: 
“SCREW APPLY 5/8” POLYCARBONATE BACKED GWB TO EXISTING 
WINDOW FRAME – PAINT WINDOW SIDE OF GWB BEFORE INSTALLATION.- 
GWB JOINTS TO BE AT MULLIONS ONLY.” 

c. Detail 3: At window attached to existing door, delete the note “REMOVE EXISTING 
WINDOW, GLAZING, AND DOOR PATCH REMAINING CONSTRUCTION TO 
MATCH EXISTING.”  
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3. Drawing No A-601: 

a. Detail 2: Add the following note: “SURFACE METAL RACEWAY, FITTINGS AND 
ACCESSORIES TO BE:  BY THOMAS & BETTS CORP., MONO-SYSTEMS INC. 
OR WIREMOLD CO.  AREA AND CONDUCTOR CAPACITY INDICATED FOR 
EACH SIZE RACEWAY IS FOR REFERENCE.  FOLLOW MANUFACTURER’S 
RECOMMENDED RACEWAY CAPACITY FOR ALL TYPES AND SIZES OF 
CONDUCTORS: NOMINAL AREA .75 SQ. IN. MIN., 11 NO. 12 THW MAX.; 
THOMAS & BETTS SR250, MONO-SYSTEMS SMS2100, WIREMOLD’S 2100.”   

 
 
b.  Detail 2: Add the following Note: “ELECTICAL METALIC TUBING TO BE: STEEL, 

GALVANIZED ON THE OUTSIDE AND ENAMELED ON THE INSIDE, UL 
CATEGORIZED AS ELECTRICAL METALLIC TUBING (IDENTIFIED ON UL 
LISTING MARK AS ELECTRICAL METALLIC TUBING), BY ALLIED TUBE & 
CONDUIT CORP., LTV COPPERWELD, OR WHEATLAND TUBE CO.” 

 c. Detail 2-Add the following note; “JUNCTION BOX LOCATION 12’-0” ABOVE 
FINISH FLOOR. COORDINATE LOCATION WITH E CONTRACTOR” 

 
E CONTRACT: 
 
SPECIFICATIONS 
 
4. Page 000110-3 APPENDIX: Delete “Asbestos and Lead Paint Survey Report”. Discard the Pre-

Renovation Asbestos and Lead Paint Survey Report dated August 20, 2008 bound in the project 
manual. 

 
 
 
DRAWINGS 
NO ADDENDUM AT THIS TIME 
 

END OF ADDENDUM 
 
James Dirolf, P.E. 
Director of Design 


