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STATE OF NEW YORK 

OFFICE OF GENERAL SERVICES 

DESIGN AND CONSTRUCTION GROUP 

THE GOVERNOR NELSON A. ROCKEFELLER 

EMPIRE STATE PLAZA 

ALBANY, NY  12242 

 

 

ADDENDUM NO. 3 TO PROJECT NO. 44025 

 

CONSTRUCTION WORK, PLUMBING WORK,  ELECTRICAL WORK 

PROVIDE INTERIOR REFURBISHMENTS, PATIENT AREAS 

ST. ALBANS VETERANS HOME 

178-50 LINDEN BLVD. 

JAMAICA, NY 11434 

 

 

 

September 5, 2012 

NOTE: This Addendum forms a part of the Contract Documents.  Insert it in the Project Manual.  

Acknowledge receipt of this Addendum in the space provided on the Bid Form. 

 

 

SPECIFICATIONS: 

 

1. SECTION 0123000 ALTERNATES; Add the attached Section (page 012300-1 ) to the Project 

Manual   

2. SECTION 013300, SUBMITTALS; Discard the Section bound in the Project Manual and substitute 

the attached Section (pages 013300-1 through 9) noted Revised August 31, 2012. 

 

3. SECTION 096519, RESILIENT TILE FLOORING; Change Subparagraph 2.01.A Solid Vinyl Tile: 

Printed –Film ASTM F1066 Class 3, Type A Vinyl Tile to read: 

1. Product: Halo Stones Tile, 55 Mall Drive, Commack, NY 11725 

Telephone: 800.446.5476; E-mail: www.halofloors.com 

2. ASTM F-970 Static Load Limit:  1500 psi (10.335 kPa). 

3. Tile Size:  18 by 18 inches (457mm x 457mm). 

4. Surface Texture: Smooth. 

5. Thickness:  0.12 inches (3.1 mm). 

6. Wear Layer Thickness:  0.02 inches (0.51 mm). 

7. Color VT-01:  To be determined. 

8. Color VT-02:  To be determined. 

9. Color VT-03:  Field color at corridors to be determined 

10. Color VT-C2:  Accent color to be determined 

11. Color VT-G2:  Accent color to be determined 

12. Color VT-B2:  Accent color to be determined 

13. Color VT-R:   Resident room flooring color to be determined 

 

4. SECTION 224200, PLUMBING FIXTURES;  Discard the Section bound in the Project Manual and 

substitute the attached Section (pages 224200-1 through 10) noted Revised August 31, 2012 
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CONSTRUCTION WORK DRAWINGS: 

 

 

5. Drawings A-401, A-402 and A-403; The General Notes of these three (3) drawings are superseded by 

those of Revised Phasing Drawing PH-100, PH-101 and PH-102 that accompany this addendum. 

 

6.  Drawing I-102A, FINISH NOTES, SECOND FLOOR EAST- GREEN SCHEME G-2: Revise the 

following items under Resident Rooms: Flooring: VT-R, BASE: RVB-1 

 

7. .Drawing I-103B, FINISH NOTES, THIRD FLOOR WEST- GREEN SCHEME G-3: Revise the 

following items under Resident Rooms: Flooring: VT-R, BASE: RVB-1  

 

8. Revised Drawings:  Revised Drawings PH-100, PH-101 and PH-102 all dated 08/30/2012 accompany 

this addendum and supersede the same numbered originally issued drawings. 

 

 

PLUMBING WORK DRAWINGS: 

 

9. P-SK-1; Revised Plumbing Notes:  Revised Drawings Notes of P-SK-1 dated 08/30/2012 accompany 

this addendum and supersede the drawing notes of originally issued drawings P-101A, P-102A, P-

102B, P-103A, P103B, P-104A, and P-104B.  

 

10. PRELIMINARY PHASING DRAWINGS; Preliminary Phasing Drawings PH-100, PH-101 and PH-

102 all dated 08/30/2012 accompany this addendum and forms part of the Contract Documents 

 

 

ELECTRICAL WORK DRAWINGS: 

 

11. Revised Drawings: Revised Drawings ED-101A, ED-102A, ED-102B, ED-103A, ED-103B, E-101A, 

E-102A, E-102B, E-103A and E-103B all dated 08/30/2012 accompany this addendum and supersede 

the same numbered originally issued drawings.  

 

12. PRELIMINARY PHASING DRAWINGS; Preliminary Phasing Drawings PH-100, PH-101 and PH-

102 all dated 08/30/2012 accompany this addendum and forms part of the Contract Documents 

 

 

 

END OF ADDENDUM 
 

James Dirolf, P.E. 

Director of Design 
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SECTION 012300 

 

ALTERNATES 

 

PART 1   GENERAL 

 

1.01 DESCRIPTION 

 

A. This Section describes the changes to be made under each alternate. 

 

B. Coordinate pertinent related Work and modify surrounding Work as 

required to complete the project under each alternate selected by the 

Director. 

 

C. Include in the Base Bid the cost of all Work required by the Contract 

Documents except the additional cost (if any) of the alternates described 

below. 

 

 

1.02 DESCRIPTION OF ALTERNATES 

 

 A. Construction Work Contract: 

  1. Alternate No. 1: Provide solid surface counter with 

integrated sink bowl at all resident toilet rooms as detailed on contract 

drawing A-403. Delete the 12”x 4” solid surface wall mounted shelf at 

all resident toilet rooms shown on 01/A-401 and 04/A-403. 

 

 B. Plumbing Work Contract: 

  1. Alternate No. 1: Provide new water closet fixtures and 

associated trim at all resident toilet rooms. Provide new lavatory faucets, 

supply and drain accessories at new solid surface sinks (by C-

Contractor). Refer to Alternate notes on drawings P-101A through P-

104B.   

 

 

 

 

 

PART 2   PRODUCTS (Not Used) 

 

 

PART 3   EXECUTION (Not Used) 

 

END OF SECTION 
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SECTION 013300 

 

SUBMITTALS 

 

 

PART 1   GENERAL 

 

1.01 RELATED REQUIREMENTS SPECIFIED ELSEWHERE 

 

A. Other requirements pertaining to submittals are included in the General 

Conditions and in the various sections of the Specifications. 

 

B. Administrative Requirements:  Section 013000. 

 

C. Contract Closeout Submittals:  Section 017716. 

 

1.02 DEFINITIONS 

 

A. Deviation:  Changes in products, materials, equipment and methods of 

construction from those required by the Contract Documents and proposed by the 

Contractor. 

 

1.03 DEVIATIONS FROM REQUIREMENTS OF THE CONTRACT DOCUMENTS 

 

A. Deviations from the requirements of the Contract Documents will not be allowed 

unless a request for deviation is made in writing prior to or at the time of 

submission and the specific deviation is approved by the Director’s 

Representative subject to the requirements of Article 4 of the General Conditions.  

The request for deviation shall be made utilizing the CONTRACT DOCUMENT 

DEVIATION REQUEST FORM (Form BDC 49) bound in the Appendix or from 

the OGS Web Site. 

1. The submission of a deviation shall be done in a timely manner 

according to the schedule of submittals to allow the Director sufficient 

time for review. 

 

1.04 “OR EQUAL” TO BRAND NAME PRODUCTS 

 

A. Whenever a product is specified by brand name, a comparable brand, equal to 

that named, may be submitted for approval subject to the requirements of Article 

5 of the General Conditions. 

1. The contractor shall bear the burden of proving that the proposed product 

is equal to the specified product.  The submission of an “or equal” shall 

be done in a timely manner to allow the Director sufficient time to 

review the proposed product. 

2. Whenever a color or pattern is indicated by a specific manufacturer’s 

name or number, the intent is to communicate the required color or 

pattern of the material.  Other manufacturers’ comparable colors or 

patterns may be submitted for approval as equal. 

 

1.05 WAIVER OF CERTAIN SUBMITTAL REQUIREMENTS 
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A. Unless otherwise specified, the requirement to submit product data and samples 

for approval will be waived for products specified by brand name if the 

specifically named products are furnished for the Work.  In such cases, submit 

required Product Data to the Director’s Representative via the Submittals 

Website for information only. 

 

1.06 ADMINISTRATIVE REQUIREMENTS 

 

A. Identify all submittals by project title and number.  Include Contractor’s name, 

date, and revision date.  On shop drawings, product data and samples, also 

include the name of the supplier and subcontractor (if any), and applicable 

specification section number.  Stamp each submittal and initial or sign the stamp 

to certify review and approval of submittal. 

 

B. Assemble submittals in accordance with the requirements in the individual 

sections of the Specifications and as required by this section.  It is the 

Contractor's responsibility to review and verify that all information required for 

each submittal is included in the submittal package.  Errors or omissions found 

by the Contractor are to be corrected prior to the submission of the submittal 

package for approval.  Incomplete submittal packages that have been submitted 

for review and approval will be returned. 

1. It is the Contractor's responsibility to verify that portions of the submittal 

package to be provided by a subcontractor (or supplier) are complete, as 

well as portions of the submittal package being provided directly by the 

Contractor.  

2. Do not combine the submittals of more than one specification section 

with submittals required by other specification sections unless 

specifically stated in the contract specifications.  

 

C. If a submittal is based on, or the result of, a change order or field order to the 

Contract documents, include copies of the applicable change order or field order 

with the submittal. 

 

1.07 RE-EVALUATION FEE 

 

A. In accordance with Article 4.7 of the General Conditions, a re-evaluation 

processing fee will be levied against the Contractor for each re-evaluation of any 

Submittal Package submission that was returned for failure to comply with the 

submittal requirements relative to completeness, content or format. 

 

1.08 ELECTRONIC SUBMITTALS 

 

A. A Submittals Website, an internet (web-based) service shall be used to provide 

an on-line database and repository which shall be used to transmit and track 

project related documents. The intent for using the Submittals Website is to 

expedite the construction process by reducing paperwork, improving information 

flow, and decreasing submittal review turnaround time. 

1. Project submittals (shop drawing, product data and quality assurance 

submittals) shall be transmitted by the Contractor in Portable Document 

Format (PDF) to the Submittals Website, where it will be tracked and 
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stored for retrieval for review. After the submittal is reviewed it is 

uploaded back to the Submittals Website for action or use by the 

Contractor and Director’s Representatives. 

2. The service also tracks and stores documents related to the project such 

as RFI’s (Request for Information), IB’s (Information Bulletins), CAD 

Coordination, Minutes, Testing, Closeout, and SWPPP documents. 

 

B. For each submittal, the Contractor shall review and apply electronic stamp 

certifying that the submittal complies with the requirements of the Contract 

Documents, including verification of manufacturer/product, dimensions and 

coordination of information with other parts of the work. 

 

C. It is the Contractor’s responsibility to provide the submittals in a PDF format.  

The contractor may use any of the following options: 

1. Subcontractors and suppliers provide electronic submittals in PDF format 

to the Contractor via the Submittals Website. 

2. Subcontractors and suppliers provide paper submittals to the Contractor, 

who electronically scans and converts them to PDF format. 

3. Contract a Scanning Service, which will allow the Contractor and the 

Contractor’s subcontractors and suppliers to provide paper submittals to 

the Scanning Service, which electronically scans and converts them to 

PDF format.  It will be the Contractor’s responsibility to transmit the 

scanned submittals to the Submittals Website. 

 

D. Image Quality: 

1. Image resolution:  The PDF files shall be created at a minimum 

resolution of 200 dots per inch utilizing the original document size.  The 

Contractor will be responsible to increase the resolution of the scanned 

file or images being submitted as required to adequately present the 

information. 

2. Image Color Rendition:  When information represented requires color to 

convey the intent and compliance, provide full color PDF reproduction. 

 

E. Internet Service and Equipment Requirements: 

1. The Contractor will be required to have an Email address and Internet 

access at Contractor’s main office. 

2. Unless the Contractor will exclusively be using a Scanning Service to 

create all PDF documents, the Contractor will be required to own a PDF 

reviewing, creating and editing software, such as Adobe Acrobat 

(www.adobe.com), Bluebeam PDF Revu (www.bluebeam.com), or other 

similar PDF reviewing, creating and editing software for applying 

electronic stamps and comments. 

 

F. Training and Support: 

1. Web-based training and support shall be available, free of charge from 

the Submittals Website, for all project participants regarding use of the 

Submittals Website and PDF submittals. 

2. Coordinate training schedule through the Director’s Representative. 

 

G. Administration and Cost: 
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1. The Construction Work Contractor shall include the full cost of 

Submittals Website project (all contracts) subscription in their proposal.  

This cost is included in the Contract Amount.  Contact service provider 

to verify cost prior to bid. 

a. All related Contracts will utilize the Submittals Website at no 

additional charge. 

2. The Submittals Website project subscription shall be in the name of, and 

administered by the Director’s Representative. 

 

H. Products: 

1. Basis of specification is Submittal Exchange, 800-714-0024, 

www.submittalexchange.com. 

2. If a Pre-Award Meeting is held, it may include discussion regarding 

conformance of the Contractor proposed Submittal Website based on the 

criteria established below.  

3. Submit documented conformance and provide an online demonstration to 

the Director’s Representative within three business days of Award of 

Contract if a product other than Submittal Exchange is proposed.  

4. Acceptable Submittal Website shall document conformance with the 

following requirements: 

a. Independently hosted, web-based system for automated tracking, 

storage and distribution of contract submittals and other contract 

related documents.  FTP sites, e-mail exchanges, and server-

based systems hosted from inside a contractor’s office will not 

be considered. 

b. Utilize 256-bit SSL encryption and hosted at SAS70 Type II 

compliant data centers. 

c. Minimum four years experience of use on comparable 

commercial construction projects.  “Comparable commercial 

construction projects” shall include documented use on a 

minimum of twenty governmental or public-entity projects of ten 

million dollar construction value or greater. 

d. Website requirements: 

1) Minimum of four years documented 99.5% website 

uptime. 

2) Minimum of four gigabytes of on-line storage available 

for each contract, for storage of all documents related to 

that contract. 

3) Minimum of two gigabytes of on-line storage for 

common documents relating to all contracts for the 

project. 

4) Redundant storage of all project information (all 

contracts) at a minimum of two geographically separate 

storage sites (not in the same building). 

e. Unlimited secure individual user accounts and system access for 

all project subcontractors, prime contractors, OGS staff, design 

consultants, and subconsultants. 

f. Separate locations for OGS staff, design consultant, and 

subconsultant review comments with contractors restricted from 

viewing comments until final review or release by OGS staff or 

primary design consultants. 

http://www.submittalexchange.com/
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g. Full version histories and dates of exchanges automatically 

tracked and available for viewing, searching, and reporting in a 

linear log format compatible with the Design and Construction 

Schedule of Submittals. 

1) Each Contract’s Submittal Log shall be tracked and 

maintained independent of the Submittal Logs of the 

related Contracts. 

h. Automatic, email reminders of past due items to related 

reviewers by specification and discipline. 

i. Customized, automated PDF form generation matching OGS 

standard templates for Transmittal, IB, RFI, and Design & 

Construction Submittal Comment forms.  Documentation and 

demonstration of automatic form generation using OGS 

templates must be submitted for approval. 

j. Automated workflow processes  

1) Two stage review workflows for Submittal, and RFI, 

2) Posting Only for IB, CAD Coordination, Minutes, 

Testing, Closeout, and SWPPP documents. 

3) Documentation of automated workflow processes 

matching requirements must be submitted for approval. 

k. Functionality to group submittals as required packages and apply 

forms and review comments to entire package simultaneously.  

1. Within three business days of Award of Contract, Contractor 

shall execute the form of agreement with the System Vendor and 

shall have notified the Director’s Representative and the related 

work contractors of such agreement.  Within three days of 

Agreement, each Contractor shall provide the Submittal Website 

with all required information from Project Manual for their 

related Contract in regard to set up of the Submittal Website for 

their contract.  Within fourteen days of award the Submittal 

Website shall be ready for use.  

m. Director’s Representative and primary design consultant shall 

have full control over required items list and access to edit, add 

or remove items during project. 

n. System vendor shall provide minimum one-hour live web 

meeting training sessions to prime contractors, design 

consultants, subconsultants, and OGS staff prior to project start. 

o. System vendor shall make available minimum thirty-minute live 

web meeting training sessions for subcontractors at least once 

weekly for the entire duration of the project. 

p. System vendor shall provide access for OGS staff, design 

consultants, subconsultants, prime contractors, and 

subcontractors to live technical support by phone and email 

minimum of 8 AM to 5 PM EST on standard business days for 

the entire duration of the project at no additional cost.    

q. At completion of project closeout, minimum four sets of archival 

discs that include all documents and tracking logs in a navigable 

format shall be sent by system vendor to Director’s 

Representative. 

 

I. Paper prints (hardcopies) of reviewed submittals: 
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1. Record Copy:  Within 14 days of receipt of submittals marked 

“Approved”, “Approved As Noted”, or meeting the requirements of 

Article 1.05 of this specification section, each Contractor shall provide 

one paper copy of the submittal they are responsible for to the Director’s 

Representative. 

a. Paper copies shall be printed in a size format equal to the 

original document. 

b. Scaled Shop Drawings shall be printed to the scale noted on the 

drawings. 

c. The resolution of the printed copy shall be equal to that of the 

PDF file that it is being printed from. 

d. The Record Copy shall be used by the Director’s Representative 

during the construction of the project and shall be retained as a 

turn-over item to the facility at the end of the project as required 

section 017716 Contract Closeout. 

2. Contractor Copies:  The Contractor will be responsible for making 

copies, for the Contractors own use and for use by its subcontractors and 

suppliers. 

 

1.09 SHOP DRAWINGS 

 

A. Provide shop drawings in the format required by the specifications. Show the 

information, dimensions, connections and other details necessary to insure that 

the shop drawings accurately interpret the Contract Documents.  Show adjoining 

construction in such detail as required indicating proper connections.  Where 

adjoining connected construction requires shop drawings or product data, submit 

such information for approval at the same time so that connections can be 

accurately checked. 

 

B. Have shop drawings prepared by a qualified detailer.  Shop drawings shall be 

neatly drawn and clearly legible.  Machine duplicated copies of Contract 

Drawings will not be accepted as shop drawings. 

1. Where shop drawings are indicated to be drawn to scale: 

a. Use scale normally found on an “Architect” or “Engineer” scale. 

b. Written Scale:  Clearly label scales being used on each drawing 

and/or on each detail on the drawing.   

1) Examples:  1/8” = 1’-0” 1” = 40’-0”. 

c. Graphic Scale:  Adjacent to each Written Scale, provide a 

graphic scale delineating the scale being used.  Graphic scale 

shall be divided into measuring units relating to the accuracy 

required for the drawing or details. 

d. Clearly dimension key elements of the drawing or detail. 

2. When the drawing sheet is printed full size, the minimum text size shall 

be 1/8" (3.2 mm) for hand drafting and 3/32" (2.5 mm) for CADD 

drawings. 

C. Submit the shop drawings through the Submittals Website.  The shop drawings 

will be reviewed and the review results will be posted on the Submittals Website.  

Contractor will receive email notice of completed review.  If the review results in 

disposition of “DISAPPROVED” or “RETURNED FOR CORRECTION”, 

promptly correct the deficiencies and resubmit the shop drawings meeting 

Contract requirements. 
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1.10 PRODUCT DATA 

 

A. Provide product data in the format required by the specifications. Modify product 

data by deleting information that is not applicable to the project or by marking 

the product data to identify pertinent products.  Supplement standard information, 

if necessary, to provide additional information applicable to project. 

 

B. Submit the product data through the Submittals Website.  The product data will 

be reviewed and the review results will be posted on the Submittals Website.  

Contractor will receive email notice of completed review.  If the review results in 

disposition of “DISAPPROVED” or “RETURNED FOR CORRECTION”, 

promptly correct the deficiencies and resubmit the product data meeting Contract 

requirements. 

 

1.11 QUALITY ASSURANCE 

 

A. Provide quality assurance information in the format required by the 

specifications, including supporting documentation as required. 

 

B. Submit the quality assurance information through the Submittals Website.  The 

quality assurance information will be reviewed and the review results will be 

posted on the Submittals Website.  Contractor will receive email notice of 

completed review.  If the review results in disposition of “DISAPPROVED” or 

“RETURNED FOR CORRECTION”, promptly correct the deficiencies and 

resubmit the quality assurance information meeting Contract requirements. 

 

1.12 SAMPLES 

 

A. Submit 2 (unless a different number is specified) of each sample required by the 

Specifications. 

 

B. Samples will become the property of the State when submitted and will not be 

incorporated in the Work unless specifically stated otherwise. 

 

C. The electronic submittal process is not intended for color samples, color charts, 

or physical material samples. 

 

D. Record transmittal of each sample required by the Specifications through the 

Submittals Website. 

 

E. Consult with the Director’s Representative for direction on where Samples will 

be sent for review. 

 

F. The sample will be reviewed and the review results will be posted on the 

Submittals Website.  Contractor will receive email notice of completed review. 

 

1.13 REVIEW OF SUBMITTALS 
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A. Items submitted for review will be reviewed for compliance with the contract 

documents, based upon the information submitted.  The items will be acted upon 

with the following dispositions: 

1. Approved (or No Exception Noted):  Where the submittal is marked 

“Approved”, the work covered by the submittal may proceed provided it 

complies with the contract documents.  Final acceptance will depend on 

that compliance. 

2. Approved as Noted (or Make Corrections Noted):  Where the submittal 

is marked “Approved as Noted”, the work covered by the submittal may 

proceed provided it complies with the review comments noted on the 

submittal and the contract documents.  Final acceptance will depend on 

that compliance. 

3. Disapproved (or Rejected):  Where the submittal is marked 

“Disapproved”, do not proceed with the work covered by the submittal, 

including purchasing, fabrication, delivery or other activity for the item 

submitted.  Prepare a new submittal according to the review comments 

noted on the submittal and meeting the contract documents. 

4. Returned for Correction (or Revise and Resubmit):  Where the submittal 

is marked “Returned for Correction”, do not proceed with the work 

covered by the submittal, including purchasing, fabrication, delivery or 

other activity for the item submitted.  Revise or prepare a new submittal 

according to the review comments noted on the submittal and meeting 

the contract documents. 

5. Acknowledged:  Where the submittal is marked “Acknowledged”, 

receipt of the submittal is acknowledged and has been recorded. 

6. No Action:   Where the submittal is marked “No Action” or “No Action 

Taken”, no review was made of this item, see comments noted on 

submittal and take appropriate action. 

7. Multi-Action:   Where the submittal is marked “Multi-Action”, separate 

dispositions were made for the items submitted, see the review 

comments for the disposition of each item submitted. 

 

1.14 SCHEDULES AND RECORDS 

 

A. Submit the following Schedules and Records information not later than 15 days 

after approval of the Contract unless the Contractor or the Director determines an 

earlier submission is required to properly schedule or progress the Work. 

1. SCHEDULE OF SUBMITTALS:  In the Submittal Log on the 

Submittals Website, for each item to be submitted indicate in the “Date 

Expected” column the date the item will be submitted for review and 

approval.  The submission date that is entered shall provide sufficient 

time for the item to be reviewed, ordered, delivered and installed for 

timely completion of the Work in accordance with the Project Schedule.  

The date entered for submittal of each item is the last day a deviation will 

be considered. 

 

1.15 TRANSMITTALS 

 

A. Submittal Transmittal (Form BDC 42): 

1. Furnish separate Form BDC 42 for each submitted item sent to 

Submittals Website for review. 
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a. Contractor may utilize their own Transmittal Form (or 

Transmittal Letter) in lieu of utilizing the Form BDC 42, 

contingent on the Contractor’s Transmittal Form includes all 

information and certifications required by Form BDC 42. 

2. Clearly identify applicable specification section number of submitted 

item (product data, shop drawing, etc.) on the Form BDC 42. 

 

B. All Contracts: 

1. Transmit items designated in the Schedule of Submittals (and project 

specifications) to the Submittals Website. 

 

 

PART 2   PRODUCTS (Not Used) 

 

 

PART 3   EXECUTION (Not Used) 

 

 

END OF SECTION 
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SECTION 224200 

 

PLUMBING FIXTURES 

 

 

 

PART 1   GENERAL 

 

1.01 RELATED WORK SPECIFIED ELSEWHERE 

 

 A. Sealants:  Section 079200. 

 

1.02 SUBMITTALS 

 

 A. Product Data:  Catalog sheets, specifications, roughing dimensions, and 

installation instructions for each item specified except fasteners. 

  1. Deliver cut out data for countertop fixtures to the 

Director’s Representative. 

 

 B. Samples: 

  1. Water Closet Seat:  One seat if other than product 

specified.  Sample will be returned and if approved, may be installed on 

the Project. 

 

1.03 QUALITY ASSURANCE 

 

 A. Regulatory Requirements: 

  1. Comply with applicable requirements of FS WW-P-541, 

and the following standards: 

   a. ANSI/ASME A112.6.1M - Floor 

Affixed Supports for Off-the-Floor Plumbing Fixtures for Public 

Use. 

   b. ANSI/ASME A112.18.1M - Plumbing 

Fixture Fittings. 

   c. ANSI/ASME A112.19.1M - Enameled 

Cast Iron Plumbing Fixtures. 

   d. ANSI/ASME A112.19.2M - Vitreous 

China Plumbing Fixtures. 

   e. ANSI/ASME A112.19.6 - Hydraulic 

Requirements for Water Closets and Urinals. 

  2. Materials and installations designated as handicapped 

accessible shall conform with the following: 

   a. ANSI A117.1 - Buildings and Facilities 

- Providing Accessibility and Usability for Physically 

Handicapped People. 

   b. The Americans with Disabilities Act 

Accessibility Guidelines for Buildings and Facilities (ADAAG), 

(Appendix A to 28 CFR Part 36). 

   c. The Uniform Federal Accessibility 

Standards (UFAS), (Appendix A to 41 CFR Part 101-19.6). 
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  3. Each fixture carrier support shall be listed by model 

number in the fixture support manufacturer’s Fixture Support Selection 

Guide as being recommended for support of the appropriate fixture. 

 

 B. Plainly and permanently mark each fixture and fitting with the 

manufacturer’s name or trade mark. 

 

 C. Acid resistant surfaces shall be plainly and permanently marked with the 

manufacturer’s label or symbol indicating acid resistance. 

 

1.04 MAINTENANCE 
 

 A. Special Tools:  Deliver to the Director’s Representative. 

  1. Furnish the following tools labeled with names and 

locations where used. 

   a. Keys for stops (furnished with stops). 

   b. Tools for Vandal Resistant Fasteners:  

Two for each type and size. 

 

 

PART 2   PRODUCTS 

 

2.01 MATERIALS - GENERAL 

 

 A. Vitreous China:  First quality, smooth, uniform color and texture, with 

fused on glaze covering surfaces exposed to view. 

  1. Surfaces shall be free of chips, craze, warpage, cracks 

and discolorations. Surfaces in contact with walls or floors shall be flat, 

with warpage not to exceed 1/16 inch per foot. 

  2. Color:  White. 

 

 B. Porcelain Enameled Cast Iron:  Smooth, uniform color and texture, 

having fused on glaze covering surfaces exposed to view. 

  1. Material shall show no cracks, chips, craze or 

discolorations. 

  2. Enameled surfaces shall be acid resistant unless 

otherwise specified. 

  3. Color:  White. 

 

 C. Fixture Trim:  Brass, bronze, or stainless steel construction; consisting of 

supply and waste fittings, faucets, traps, stop valves, escutcheons, sink strainers, 

nipples, supplies, and metal trim. 

  1. Brass piping:  Ips standard weight, with standard weight, 

125 lb cast brass fittings. 

  2. Brass tubing:  18 B & S gage. 

  3. Stainless steel:  18-8 Type 302 or 304 unless otherwise 

specified. 

 

 D. Fixture Trim Finishes: 

  1. Brass or Bronze:  Polished or satin finished chrome 

plating, 0.02 mil chromium over 0.2 mil nickel plating. 
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  2. Stainless Steel:  Invisible welds and seams, and unless 

otherwise specified, polished to No. 4 commercial finish. 

 

 E. Fixture Hold-down Bolts:  Steel, plated for corrosion resistance. 

  1. Cap nuts:  Metal, polished and chrome plated. 

 

 F. Combination Faucets:  Faucets shall turn counter to each other for the on 

and off positions. 

 

 G. Vandal Resistant Fasteners:  Torx head with center pin. 

 

2.02 COUNTERTOP LAVATORY 
 

 A. Fixture:  American Standard “Ovalyn” Model #0496.300, vitreous china, 

unitized construction, undermount bowl, front overflow, and supply with 

mounting kit and template. 

  1. Size (approximate): 

   a. Oval:  17 inches x 14 inches. 

 

 B. Lavatory Fitting:  American Standard “Cadet” Model #3885F, 

combination faucet and pop-up waste assembly with the following features: 

  1. Maximum Flow:  2.5 gpm at 80 psi. 

  2. Over rim spout with aerator. 

  3. Renewable units. 

  4. Metal four arm indexed handles set on 8 inch centers, 

with either integral splines, or ceramic spline inserts. Plastic spline 

inserts will not be accepted. 

  5. Pop-up waste with non-removable drain plug. 

  6. 1-1/4 inch tailpiece. 

  7. Rigid connectors between spout and valve units; flexible 

connectors are not acceptable. 

 

 C. Trap:  Cast brass, non-adjustable P trap, 1-1/4 inch tubing inlet, 1-1/2 

inch ips outlet. 

  1. Bottom cleanout plug. 

  2. Ips brass nipple with solid cast brass escutcheon. 

 

 D. Supplies:  3/8 inch ips brass with key operated stops with solid cast brass 

escutcheon. 

  1. Wall Supplies:  Angle stops with keys. 

  2. Floor Supplies:  Straight stops with keys. 

 

2.03 VITREOUS CHINA WATER CLOSETS 

 

 A. Fixtures:  Vitreous china, full size, elongated bowl with integral flushing 

rim and jet; trapway at the rear and the outlet centered between a pair of hold 

down bolt holes. 

  1. Trapway size: Pass minimum ball of 2 inches. 

  2. Trap seal:  2 inches minimum. 

  3. Water surface area:  12 inches x 10 inches minimum. 

  4. Provisions for flushing: 
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   a. 1-1/2 inch spud for flush valve 

operation. 

   b. 2 inch top connection for flush tank 

operation. 

 

  5. Floor Supported Fixture Heights: 

   a. Standard Fixture:  14 to 15 inches from 

finished floor to rim. 

   b. Handicapped Accessible Fixture:  17 to 

19 inches from finished floor to top of seat (15-13/16 to 17-

13/16 inches from finished floor to top of rim based on 1-3/16 

inch seat height). 

 

 B. Operation:  Fixture shall flush satisfactorily without extraordinary rise of 

water level in the bowl. 

  1. Maximum gallons of water per flush:  1.6 gallons. 

 

 C. Flush Tank:  Vitreous china secured to and supported by the closet bowl 

and separate lift off cover with provisions for locking. 

  1. Float valve with nylon seat and vacuum breaker. 

  2. Flushing valve. 

  3. Metal trip lever. 

  4. Supply:  1/2 inch ips brass pipe with a key operated stop 

and solid cast brass escutcheon. 

 

 D. Water Closet Floor Flange: 

  1. For Use with DWV Copper Tubing:  Cast brass, 48 

ounce minimum weight. 

  2. For Use with Cast Iron Soil Pipe:  Cast iron, 90 ounce 

minimum weight. 

 

 E. Closet Seat:  Extra heavy duty, commercial design; Model 1655-C by 

Bemis Mfg. Co., Model No. 527-CH by Beneke Corp., or Model No. 9500C by 

Church Seat Co. 

  1. Material and Construction:  Solid plastic, open front, less 

cover, molded in one piece with no joints, seams or crevices. 

  2. The manufacturer’s name shall be molded into the seat. 

  3. Metal check hinges shall be integrally molded into the 

seat. Hinges, inserts, bearings and posts shall be of brass or stainless 

steel. Cover upper post and metal exposed above fixture rim with plastic 

to match seat. 

  4. Surface shall be hard, polished, impervious to moisture, 

and not affected by the action of uric acid. 

  5. Color:  White. 

 

 F. Water Closet Types: 

  1. Type E-1 Water Closet:  Wall hung, back outlet, top 

spud inlet, siphon jet action, activated by means of an exposed flush 

valve. 

 

2.04 WATER CLOSET CARRIER 
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 A. Closet Carrier:  Commercial type cast iron combination chair carrier and 

drainage fitting with the following: 

  1. Face Plate:  Cast iron; height adjustable. 

  2. Feet:  Cast iron, adjustable, with provisions for bolting 

to the floor slab. 

  3. Studs, Nuts and Washers:  Steel, treated for corrosion 

resistance. 

  4. Fixture Washers:  Plastic. 

  5. Adjustable Closet Connection:  Cast iron, steel, or ABS 

plastic. 

  6. Fitting Ends:  Compatible with the drainage piping 

system. 

  7. Gasket:  Impregnated felt or neoprene closet gasket; lead 

or neoprene face plate gasket. 

  8. Stud thread protectors. 

  9. Factory painted. 

  10. Trim:  Polished chrome plated metal cap nuts and 

washers. 

  11. Vandal Resistant Trim:  Polished chrome plated metal 

cap nuts and washers retained with vandal resistant set screws. 

 

 B. Ferrous metal members of carriers and supporting devices with the 

exception of chrome plated or porcelain enameled cast iron, shall be factory 

painted for corrosion resistance. 

 

2.05 FLUSH VALVES 

 

 A. Control Mechanism:  Diaphragm or piston operated; do not intermix 

types. 

 

 B. Maximum Flow Per Flush: 

  1. Water Closet:  1.6 gallons. 

  2. Urinal:  1.0 gallons. 

 

 C. Flush Valve Assemblies:  Flush valve, stop-check, tailpiece, vacuum 

breaker, and fixture spud coupling, including wall and spud flanges. 

 

 D. Valve Materials: 

  1. Valve Body:  Brass or bronze. 

  2. Valve Internal Parts:  Corrosion resistant materials that 

will not be affected by the action of or contact with water. 

 

 E. Operating Features: 

  1. Valve operators shall employ the non hold-open feature. 

  2. Piston type valves shall be field adjustable. 

 

 F. Valve Operators: 

  1. Oscillating Handle:  4 inch brass spring loaded self 

return handle. 
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  2. Oscillating Disc:  3 inch diameter, cast brass, spring 

loaded and self returning. 

 

   a. Concealed Installations:  Furnish wall 

escutcheon with operators. 

  3. Push Button Operator:  1 inch cast brass spring loaded 

push button, wall escutcheon, sleeve with guides and brass push rod; 

vandal resistant assembly. 

  4. Maximum Activation Force (Handicapped Accessible 

Operators):  5 lbf. 

 

 G. Assembly Components: 

  1. Flush Pipe:  Seamless brass tubing with integral vacuum 

breaker, No. 18 B & S gage. 

  2. Fitting:  Cast brass. 

  3. Stop-Check:  Brass or bronze body, non rising stem stop 

valve with a built-in automatic check. 

   a. Exposed Stop-Check:  Screwdriver 

operated with protective cap. 

   b. Concealed Stop-Check:  Wheel handle 

operated. 

  4. Spud Coupling and Wall Flanges:  Cast brass. 

 

2.06 ELECTRONIC FLUSH VALVE 

 

A. Description 

Exposed, Battery Powered, Sensor Operated Water Closet Flushometer for floor 

mounted or wall hung top spud bowls. 

 

B. Flush Cycle 

Sloan Model 8111 G2 Optima Plus Low Consumption (1.6 gpf/6.0 Lpf) 

 

C. Quiet, Exposed, Diaphragm Type, Chrome Plated Closet Flushometer for either 

left or right hand supply with the following features: 

• PERMEX®  Synthetic Rubber Diaphragm with Dual Filtered Fixed Bypass 

• Flex Tube Diaphragm designed for improved life and reduced maintenance 

• ADA Compliant Battery Powered Infrared Sensor for automatic “No 

Hands” operation 

• Infrared Sensor with Multiple-focused, Lobular Sensing Fields for high and low 

target detection 

• Latching Solenoid Operator 

• Engineered Metal Cover with replaceable Lens Window 

• User friendly three (3) second Flush Delay 

• Courtesy Flush®  Override Button 

• Four (4) Size AA Batteries factory installed 

• “Low Battery” Flashing LED 

• Infrared Sensor Range Adjustment Screw 

• Initial Set-up Range Indicator Light (first 10 minutes) 

• 1” I.P.S. Screwdriver Bak-Chek®  Angle Stop 

• Free Spinning, Vandal Resistant Stop Cap 

• Adjustable Tailpiece 
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• High Back Pressure Vacuum Breaker Flush Connection with One-piece Bottom 

Hex Coupling Nut 

• Spud Coupling and Flange for 1½” Top Spud 

• Sweat Solder Adapter with Cover Tube and Cast Set Screw Wall Flange 

• High Copper, Low Zinc Brass Castings for Dezincification Resistance 

• Fixed Metering Bypass and No External Volume Adjustment  to Ensure Water 

• Diaphragm, Stop Seat and Vacuum Breaker to be molded from PERMEX®  

Rubber Compound for Chloramine resistance 

Valve Body, Tailpiece and Control Stop shall be in conformance with ASTM 

Alloy Classification for Semi-Red Brass. Valve shall be in compliance with the 

applicable sections of ASSE 1037,  ANSI/ASME A112.19.2.  Installation 

conforms to ADA requirements. 

 

D. Automatic 

Flushometers activate via multi-lobular sensor detection to provide the ultimate 

in sanitary protection and automatic operation. A battery powered infrared sensor 

sets the flushing mechanism after the user is detected and completes the flush 

when the user steps away. 

 

2.07 ELECTRONIC FAUCET 

 

A. Description 

Sloan EBF-187; Battery Powered, Sensor Activated Electronic Hand Washing 

Faucet with Metal Throat Plate, for tempered or hot/cold water operation. 

 

B. Flow Rate 

0.5 gpm/1.9 Lpm Vandal Resistant Spray Head 

 

C. ADA Compliant, Battery Powered, Sensor Activated, Chrome Plated Brass Hand 

Washing Faucet with the following features: 

• Splash-proof Circuit Control Module 

• Fiber Optic, Automatic, Self-adaptive Sensing 

• Isolated Latching Solenoid Operator, isolates magnetic components from water 

contact 

• Audible Tone Low Battery Indicator 

• Serviceable Filtered Solenoid Valve 

• Chrome Plated Metal Throat Plate 

• Bak-Chek®  Tee for Hot/Cold Supply 

• Trim Plate with Anti-Rotation Pin (specify 4” or 8”) 

• Vandal Resistant Spray Head with Pressure Compensating Flow Control 

• Polypropylene Optic Cable Protection 

• Includes four (4) C-size Alkaline Batteries 

 

D. The Battery Powered, Electronic Hand Washing Faucet operates by means of an 

adaptive infrared sensor that is linked to the faucet by a fiber optic cable. Once 

the user’s hands enter the sensor’s effective range, the Solenoid activates the 

water flow. Tempered water flows from the Faucet until hands are moved away. 

The Faucet then automatically shuts off. 

 

 

PART 3   EXECUTION 
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3.01 FIXTURE SUPPORT AND SUPPORTING DEVICE INSTALLATION 

 

 A. Install heavy duty floor mounted carrier supports with specified fixture 

supporting devices for wall type plumbing fixtures. 

  1. Secure to building construction with lag bolts and metal 

expansion shields, or other appropriate means as required by the 

construction encountered. 

 

 B. Wall Mounted Carrier Supports:  Install the following fixtures on wall 

mounted carrier supports: 

 

 C. Attach the following fixtures to the building wall construction: 

 

 D. Fixture Supporting Devices:  Attach fixtures by means of the following 

fixture supporting devices attached to carrier supports. 

 

FIXTURE SUPPORTING DEVICE 

Water Closet Bolt to comb. carrier and drainage fitting. 

 

 F. Secure exposed external components in place with vandal resistant 

fasteners or devices which cannot be removed without the use of special tools. 

 

3.02 FIXTURE INSTALLATION 

 

 A. Install the Work of this section in accordance with the manufacturer’s 

printed installation instructions. 

 

 B. Install fixtures level and at proper height, tighten connections, and install 

hold-down bolts, cap nuts and cover plates, where required. 

 

 C. Secure exposed external components in place with vandal resistant 

fasteners or devices which cannot be removed without the use of special tools. 

 

 D. Countertop Fixtures: 

  1. Install fixture with securing devices supplied. 

  2. Set fixture on bedding of sealant, tighten securing 

devices and remove excess sealant. 

 

 E. Water Closets: 

  1. Wall Hung Fixtures: 

   a. Standard Fixtures:  Install wall hung 

fixtures 15 inches from finished floor to rim unless otherwise 

specified. 

   b. Handicapped Accessible Fixtures:  

Install fixtures 18 inches from finished floor to top of seat (16-

13/16 inches floor to rim based on 1-3/16 inches seat height). 

   c. Set bearing nuts to position fixture 1/16 

inch clear of finished wall. 
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   d. Caulk the joint between fixture back and 

wall with Type 1D sealant; strike a neat joint. 

 

 F. Flush Valves: 

  1. Standard Fixtures:  Install flush valves on fixture 

centerline, and at following heights above fixture rim or back to 

centerline of water inlet to flush valve. 

   a. Water Closet:  11-1/2 inches. 

   b. Urinal:  11-1/2 inches. 

   c. Service Sink:  24 inches. 

  2. Handicapped Accessible Fixtures:  Install flush valves 

on fixture centerline, and at following height above finished floor to 

centerline of flush valve operator. Distance between centerline of flush 

valve operator and centerline of water inlet is 1-1/2 inches. 

 

   a. Water Closet:  Approximately 31-1/2 

inches, and mounted on wide side of stall. 

    1) Coordinate mounting 

height with Construction Work Contractor to avoid 

interference with grab bar, and to facilitate flush valve 

servicing. 

   b. Urinal:  Maximum 44 inches. 

  3. Set oscillating handles parallel to wall on exposed 

installation. 

  4. Slip joints in flush pipe connections allowed only at 

fixture spud and vacuum breaker ends; others shall be screwed 

connections. 

  5. Score tubing ends before assembling to assure tight slip 

joint connections. No score marks shall be visible after assembly. 

  6. In utility corridors, solder screwed flush pipe 

connections. 

 

3.03 CLEANING, FLUSHING AND ADJUSTMENT 

 

 A. Clean fixture and trim. Remove grease and dirt; polish surfaces but leave 

stickers and warning labels intact. 

 

 B. Flush supply piping and traps; clean strainers. 

 

 C. Adjust stops for proper delivery. 

 

 D. Adjust metering faucets for proper timing. 

 

END OF SECTION 
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