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ADDENDUM NO. 3 TO PROJECT NO. 44254 

 
CONSTRUCTION WORK 

 
PROVIDE SECURITY WINDOWS 

ADMINISTRATION BLDG NO. 24 AND HOUSING BLDG. NO 7 
ALBION CORRECTIONAL FACILITY 

3596 STATE SCHOOL ROAD 
ALBION, NEW YORK 14411 

 
February 14, 2013 
NOTE: This Addendum forms a part of the Contract Documents.  Insert it in the Project Manual.  

Acknowledge receipt of this Addendum in the space provided on the Bid Form. 
 
SPECIFICATIONS: 

1. Page 085123-4, Add to Subparagraph 2.01 H., with the following: 
 
 H. Simulated Divided Lite muntin sections: 
  2. Thickness: match existing width of flat profile of steel muntins, to match   

 width of existing muntins, but not less than 1/2" width at each building being   
  3. Depth: Depth of to be equal to window frame profile at exterior to allow   

  operation of single hung unit windows. 
 

2. Page 085123-5, Delete Subparagraph 2.02 H.,4. and Replace with the following: 
 
 H. Glazing: 
  4. Provide steel exterior simulated divided muntins with spacer between steel and  

  glass and welded to window frame. See drawings for patterns to match existing.  
 
3. Page 085123-7, Delete Subparagraph 3.02, B. and Replace with the following: 
  

 B. Anchor window units securely in place, plumb, level, aligned, without warp. 

  1. Use security anchorage devices with approved fasteners to securely attach  
  frames into rough openings. 

APPENDIX: 

1. Page BLDG 24 – 8 of 20 in Window and Louver Schedule, Modify window height of Window 
No. B/51 from 2’-1 1/4" to 5’-9 1/4". 
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2. Page BLDG 24 – 9 of 20 in Window and Louver Schedule, Modify window height of Window 
No. B/52 from 2’-1 1/4" to 5’-9 1/4". 

 

3. Page BLDG 24 – 9 of 20 in Window and Louver Schedule, Modify window height of Window 
No. B/53 from 2’-1 1/4" to 5’-9 1/4". 

 

DRAWINGS: 

1. Drawing No. A701: 
 a. Modify window elevations types W3 and W7 on sheet 2/A701 per attached 
  drawing ADD-03-SK-A1. 
 

2. Drawing No. A701: 

 a. Replace  note at Details 5, 7, 9, 11, 13, and 11:  
  P.T. WOOD BLOCK, BUILT-UP, P.T WOOD SHIM TO LEVEL  
 

  with the following: 

  P.T. WOOD BLOCKING, BUILT-UP, SECURE WITH EXPANSION ANCHORS 
 AT 1’-4”, P.T WOOD SHIM TO LEVEL 

  

3. Drawing No. A701: 

 a. Replace  note at Details 4, 5, 7, AND 15 
  P.T. WOOD BLOCK, BUILT-UP, P.T WOOD SHIM TO LEVEL  

  with the following: 

  P.T. WOOD BLOCKING, BUILT-UP, SECURE WITH EXPANSION ANCHORS 
 AT 1’-4”, P.T WOOD SHIM TO LEVEL 

 

 

END OF ADDENDUM 
 
 
 
James Dirolf, P.E. 
Director of Design 
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