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STATE OF NEW YORK 

OFFICE OF GENERAL SERVICES 

DESIGN AND CONSTRUCTION GROUP 

THE GOVERNOR NELSON A. ROCKEFELLER 

EMPIRE STATE PLAZA 

ALBANY, NY  12242 

 

 

ADDENDUM NO. 1 TO PROJECT NO. 44357 

 

HVAC WORK 

PROVIDE SERVICE LINES & PUMPS TO AIR HEATERS 

BUILDING NOS. 16, 17, 18, 20, 21, 93, 94, 95, 96 

GROVELAND CORRECTIONAL FACILITY 

7000 SONYEA ROAD ROUTE 36 

SONYEA, NY 

 

October 4, 2012 

NOTE: This Addendum forms a part of the Contract Documents.  Insert it in the Project Manual.  

Acknowledge receipt of this Addendum in the space provided on the Bid Form. 

 

SPECIFICATIONS 

 

1. Page 232123-1, PART 2  PRODUCTS:  Add the following Article: 

 

“2.03 CONDENSATE PUMPING APPARATUS 

 

A. Bronze fitted, duplex type; consisting of 2 centrifugal pumps, 2 electric driving 

motors, receiver, controls and electric control panel, all mounted on common bed 

plate, or integral receiver base. 

 

  B. Pumps shall have cast iron casings, cast bronze impellers, and mechanical shaft 

seals. 

1. Direct connect pumps to electric motors with flexible couplings, or 

pumps may be of the close coupled design. 

   2. Fabricate shafts from 1035 SAE steel or bronze. 

 

C. Receiver:  Cast iron with required pipe openings, and machined surfaces for 

mounting pumps and auxiliary equipment. 

   1. Equip receiver with gage glass and try cocks. 

 

D. Pump Controls: Float switch with bellows type seal, and mechanical alternator to 

reverse the sequence of pump operation, and to allow for operation of both 

pumps under peak conditions. 

 

E. Electric Control Panel:  Factory mounted, assembled and wired control panel, 

enclosing pump motor controllers, “Hand-Off-Auto” selector switch for each 

pump and wiring terminal board.  Factory pre-wire panel including all 

interconnecting wiring between mechanical alternator, motor controllers, 

selector switch, float switch and electrical terminal board.” 
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2. Page 232123-2, Paragraph 2.02 A.:  Delete this Article in its entirety and replace with the 

following: 

 “A. In-Line Pump:  Single stage volute type pump, with forged bronze impeller, replaceable 

mechanical seals, permanently lubricated shaft sleeve bearings, and cast iron casing with 

flanged inlet and outlet connections.  Direct connect pump to electric motor with flexible 

coupling. 

  1. Motor Requirements (Supplementary to Section 260221): 

   a. Equip motor with built-in thermal overload protection.” 

 

3. Page 232006-1, Paragraph 2.01 A.:  Delete this Paragraph in its entirety and replace with the 

following: 

“A. Type C Expansion Tank:  Pre-pressurized, welded steel with heavy duty butyl rubber 

diaphragm, and air charging valve. 

  1. Maximum Working Pressure:  100 psig. 

  2. Maximum Operating Temperature:  240 degrees F.” 

 

4. Page 260221-3, ARTICLE 2.02  ADJUSTABLE SPEED MOTOR CONTROLLERS:  Delete 

this Article in its entirety and replace with the following: 

 

“2.02 MANUAL AND MAGNETIC MOTOR CONTROLLERS 

 

  A. Minimum Size:  The minimum allowable size of single or three phase magnetic 

motor controller is NEMA size 0. 

 

  B. Voltage Rating:  To suit system voltage. 

   1. For single phase motor controllers which are not produced to suit the 

system voltage and phases, furnish properly rated 3 phase motor 

controllers and utilize required number of poles for the single phase 

circuit. 

 

  C. Enclosures: 

   1. NEMA Type:  Unless otherwise indicated, furnish NEMA 1 enclosures. 

   2. Material:  Steel construction unless otherwise indicated. 

 

  D. Local Control Devices: 

   1. Manual Motor Controllers: 

    a. Type A1 Controller:  In addition to the on/off switch function, 

furnish where indicated, a hand/auto switch or 3 position hand-

off-auto switch mounted in the enclosure cover. 

 

  E. Pilot Lights: 

   1. Manual Motor Controllers:  Equip controllers with pilot lights (neon) 

mounted in the enclosure cover. 

 

  F. Overload Devices:  Equip motor controllers with manual reset melting type 

(eutectic), or manual reset bi-metallic type standard trip overload devices 

(NEMA Class 20, trips in 20 seconds or less when carrying a current equal to 

600 percent of its current rating).” 
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5. Page 260221-6, Paragraph 3.03 A.:  Delete this Paragraph in its entirety and replace with the 

following: 

 “A. Types of Motor Controllers Required For Single Speed Motors, Unless Indicated 

Otherwise On Drawings: 

  1. 120/208 V, Three Phase, 4W, Premises Wiring System: 

   a. Single Phase Motors Less Than 1 hp - Automatically Operated:  Type  

A-1.” 

 

DRAWINGS 

 

6. Drawing No. M-104, PRIMARY/SECONDARY PIPNG SCHEMATIC (FOR BLDGS 93 

THROUGH 96):  Add the following note: 

“Provide relief valve sized for 30 psig and locate in cold water piping between ball valve and 

connection to heating hot water supply pipe.” 

 

7. Drawing No. M-601, PUMP SCHEDULE: 

 a. Change “PUMP SCHEDULE” schedule title to read “IN-LINE PUMP SCHEDULE”. 

b. B.O.D. Column:  Change “B&G 1510 Series” to read “B & G Series 60 In-Line Mounted 

Centrifugal Pump”. 

 c. SEAL TEMP/PRESS RATING Column:  Change “300 F/260 PSI” to read “225 F/175 

PSI”. 

 

END OF ADDENDUM 

 

James Dirolf, P.E. 

Director of Design 
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