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STATE OF NEW YORK 
OFFICE OF GENERAL SERVICES 

DESIGN AND CONSTRUCTION GROUP 
THE GOVERNOR NELSON A. ROCKEFELLER 

EMPIRE STATE PLAZA 
ALBANY, NY  12242 

 

 
ADDENDUM NO. 5 TO PROJECT NO. 44500 

 
HVAC WORK, ELECTRIC WORK 

REHABILITATE HEATING SYSTEM 
BUILDING NO. 18 

AUBURN CORRECTIONAL FACILITY   
135 STATE STREET  

AUBURN, NEW YORK 
 
March 21, 2014 
NOTE: This Addendum forms a part of the Contract Documents.  Insert it in the Project Manual.  

Acknowledge receipt of this Addendum in the space provided on the Bid Form. 

 
HVAC WORK SPECIFICATIONS 
 

1. SECTION 230923 – 2.02 PRIMARY OPERATOR’S STATION: Change B2a. from 
“Full keyboard, pointing device, 19" minimum color display and a processor operating 
speed of 2.8 GHz minimum with 2 GB minimum of RAM.” To “Full keyboard, optical 
mouse, 22" minimum widescreen color display and an Intel Xeon six-core-minimum 
processor with operating speed of 3.2 GHz minimum with 128 GB minimum of RAM.” 

2. SECTION 230923 – 2.02 PRIMARY OPERATOR’S STATION: Change B2d1 from 
“Hard disk: 600GB minimum” to “Dual hard disk: minimum 1TB for primary disk and 
1TB for secondary disk. Each disk to have SATA configuration and run at minimum 6 
Gb/s.” 

3. SECTION 230923 – 2.02 PRIMARY OPERATOR’S STATION: Add to the end of 
B2c1: “No USB ports (custom-manufactured computer). 

4. SECTION 230923 – 2.02 PRIMARY OPERATOR’S STATION: Add to the end of 
B2c2: “No USB ports (custom-manufactured computer). 

5. SECTION 230923 – 2.02 PRIMARY OPERATOR’S STATION: Add to the end of 
B2c3: “No USB ports (custom-manufactured computer). 

6. SECTION 230923 – 2.02 PRIMARY OPERATOR’S STATION: Add to the end of 
B2c4: “No USB ports (custom-manufactured computer). 

7. SECTION 230923 – 2.02 PRIMARY OPERATOR’S STATION: Add to the end of 
B2c5: “No USB ports (custom-manufactured computer). 

8. SECTION 230923 – 2.02 PRIMARY OPERATOR’S STATION: Delete B2d2. 
 
 
 
 

9. SECTION 230923 – 3.04C3 Sequence of Operation: All Air Conditioning units: Change 
c. From “The room temperature sensors shall modulate the refrigerant control valve 
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during the cooling mode to maintain the space temperature.  The room sensor should 
report to the control processor to determine the present mode of operation.  The discharge 
air temperature sensor shall limit the minimum discharge air temperature during the 
heating mode to 60 degrees F.” to “The room temperature sensors shall modulate the 
refrigerant control valve during the cooling mode to maintain the space temperature.  The 
room sensor should report to the control processor to determine the present mode of 
operation.  The air conditioning units shall not run when the space requires heating, and 
the heating shall not operate where there is a demand for cooling.” 

10. SECTION 260129 – 2.01A: change “2 optical fibers” to “Minimum 4 optical fibers per 
cable”. 
 
 
 

END OF ADDENDUM 
 

Margaret F. Larkin 
Acting Executive Director 


