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NYS OFfFIcE OF GENERAL SERVIGES

ADDENDUM NO. 1 TO PROJECT NO. 44708

CONSTRUCTION WORK & ELECTRIC WORK
RECYCLING STORAGE BUILDING ADDITION
FRANKLIN CORRECTIONAL FACILITY
62 BARE HILL ROAD
MALONE, NY

March 21, 2014

NOTE: This Addendum forms a part of the Contract Documents. Insert it in the Project Manual.
Acknowledge receipt of this Addendum in the space provided on the Bid Form.

C CONTRACT:
SPECIFICATIONS

1. Pages 083324-1 and 083324-2 — Change Paragraph 2.02 to read:

“2.02 STEEL DOOR SECTIONS

A Door sections shall be fabricated from zinc coated (galvanized) steel sheets complying
with ASTM A 653, coating designation G 90.
1. Exterior Section Face: Ribbed.
2. Steel Sheet Thickness: 20 gage.

B. Sections shall be fabricated from a single sheet into units not more than 24 inches high

and not less than 2 inches thick, with continuous rabbeted or keyed weather seal
horizontal meeting edges and a reinforcing flange return.

C. Stiles:
1. End Caps: 16 gage galvanized steel channel, welded or riveted (with stainless
steel rivets) in place.
2. Intermediate Stiles: Galvanized steel, cut to door section profile, spaced
according to section height but not more than 48 inches oc, welded in place.
D. Reinforcement: Galvanized steel bars, struts, trusses, or strips unless otherwise indicated,
formed to fit section, bolted or welded in place.
1. Reinforce sections with continuous horizontal and/or diagonal members as
required by door width and wind loading and deflection requirements.
2. Bottom Section: Reinforce lower edge with a continuous galvanized steel

channel or angle conforming to section profile.
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E. Insulation: 1-1/2 inch thick closed cell polyurethane or polystyrene rigid insulation
board, cut to closely fit voids in door sections.

F. Back Cover Panel: 24 gage galvanized steel sheet securely fastened to rail and stile
members.
G. Factory finish door sections as follows:
1. Pretreat zinc-coated steel with a zinc phosphate conversion coating after
cleaning.
2. Coat exposed and concealed metal surfaces with door manufacturer’s standard
primer after forming.
3. Paint interior and exterior faces and edges with door manufacturer’s standard
finish coats.”

2. Page 083324-3 — Paragraph 2.06 B. 1: Delete the phrase “, except as otherwise indicated.”
3. Page 083324-3 — Paragraph 2.06 C: Delete this paragraph in its entirety.
4. Page 083324-3 — Paragraph 2.06 D: Delete this paragraph in its entirety.

C CONTRACT:
DRAWINGS

1. Drawing Number S-102
a. Delete “Section Truss Bearing and Overhang Detail 3 / S-102”.
i. Replace with revised Detail 3 / S-102 as shown on sheet SK-S02.

2. Drawing Number S-102
a. Delete “Retaining Wall Detail 4 / S-102".
i. Replace with revised Detail 4/5-102 as shown on sheet SK —S01.

3. Drawing Number A-101
a. First Floor Plan
i. Delete columns on Northeast and Southeast corners of Loading Dock
b. Section 3/A-101
i. Delete column on loading dock.
ii. Delete note “8x8 WOOD COLUMN SEE STRUCTURAL DWG’S”

4. Drawing Number A-102
a. Elevation A
i. Delete column on Loading Dock.
ii. Delete note “LOADING DOCK ROOF OVERHANG SUPPORT COLUMN SEE
STRUCTURAL DRAWINGS”
b. Elevation B
i. Delete columns on North and South corner of Loading Dock.
ii. Delete note “LOADING DOCK ROOF OVERHANG SUPPORT COLUMN SEE
STRUCTURAL DRAWINGS” (two times)
c. ElevationC
i. Delete column on Loading Dock.

ii. Delete note “LOADING DOCK ROOF OVERHANG SUPPORT COLUMN SEE
STRUCTURAL DRAWINGS”
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5. Drawing Number A-103
a. Delete “Overhang @ Loading Dock Detail 10 / A-103".
i. Replace with revised Detail 10 / A-103 as shown on sheet SK-A01.

END OF ADDENDUM

Margaret F. Larkin
Acting Executive Director
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