
Updated 07/08/09 

Printed 3/21/2016 Page 1 of 1 Project 44835-C, H, P& E 

 

STATE OF NEW YORK 

OFFICE OF GENERAL SERVICES 

DESIGN AND CONSTRUCTION GROUP 

THE GOVERNOR NELSON A. ROCKEFELLER 

EMPIRE STATE PLAZA 

ALBANY, NY  12242 

 

ADDENDUM NO. 4 TO PROJECT NO. 44835 

 

CONSTRUCTION WORK, HVAC WORK, PLUMBING WORK & ELECTRICAL WORK: 

PROVIDE PERIMETER FENCE SYSTEMS, BUILDINGS & SITE IMPROVEMENTS 

WALLKILL CORRECTIONAL FACILITY 

ROUTE 208 

WALLKILL, NY  12589-0286 

March 21, 2016  

 

NOTE: This Addendum forms a part of the Contract Documents.  Insert it in the Project Manual.  

Acknowledge receipt of this Addendum in the space provided on the Bid Form. 

 

“SPECIFICATIONS (ELECTICAL WORK ONLY) 

 

1. SECTION 265200 EMERGENCY LIGHTING – UNIT EQUIPMENT:  Add the attached Section 

(pages 265200-1 through 012200-2) to the Project Manual 

 

DRAWINGS 

 

1. Drawings: 

 

a. Drawing No. A-501: 

1. Delete the wording NIC for Control Panels for Arsenal and Control Tower.  

 

b. Drawing No. E-105: 

1. Lighting Fixtures shown on Entry Gates 7 through 10 shall be lighting fixture 

Type “C”. 

 

c. Drawing E-258: 

1. Delete Scale: 1/4”=1’-0” reference. 

 

d. Drawing No. E-601: 

1. Panel LP-Ext:  In Lieu of three (3) pole, 20A circuit breakers for parking lot 

lighting and security fence lighting provide nine (9) 1 pole, 20A circuit breaker. 

 

 

END OF ADDENDUM 

 

 

 
Margaret F. Larkin 
Executive Director 
Design and Construction 
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SECTION 265200 
 

EMERGENCY LIGHTING - UNIT EQUIPMENT 
 
 
PART 1   GENERAL 
 
1.01 SUBMITTALS 
 
 A. Waiver of Submittals:  The “Waiver of Certain Submittal Requirements” in 

Section 013300 does not apply to this Section. 
 
 B. Submittal Package:  Submit the product data items specified below at the same 

time as a package. 
 
 C. Product Data: 
  1. Catalog sheets, specifications and installation instructions. 
  2. Battery warranty. 
  3. Name, address and telephone number of nearest fully equipped service 

organization. 
 
 D. Project Closeout Submittals: 
  1. Operation and Maintenance Data:  Deliver 2 copies, covering the 

installed products, to the Director’s Representative.  Include name, 
address and telephone number of the nearest fully equipped service 
organization. 

 
1.02 QUALITY ASSURANCE 
 
 A. List of Completed Installations:  If brand names other than those specified are 

proposed for use, furnish the name, address, and telephone number of at least 5 
comparable installations which can prove the proposed products have operated 
satisfactorily for 3 years. 

 
 B. Service Availability:  A fully equipped service organization shall be available to 

service the completed Work. 
 
 
PART 2   PRODUCTS 
 
2.01 EMERGENCY LIGHTING UNITS 
 
 A. Type LA:  Dual-Lite Co.’s AS-BC, Emergi-Lite’s ILC Series, or Exide 

Electronics’ Emergency Lighting L-100, with: 
  1. Six volt maintenance free battery (sealed lead-calcium free electrolyte or 

sealed pure lead cells); Eagle-Picher Industries Inc.’s Carefree/Carefree 
Magnum, Exide’s LEC, or Gates Energy Products Inc’s BC Cell.  
Batteries shall be of suitable rating and capacity to supply and maintain 
at not less than 87-1/2 percent of the nominal battery voltage for the total 
lamp load associated with the unit for a period of at least 1-1/2 hours.  
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Exception:  Capacity not less than 24Ah at 77 degrees F (25 degrees C), 
8 hour rate, to 87-1/2 percent nominal battery voltage (1.75 volts per 
cell). 

  2. Low battery voltage cut-off (not less than 80 percent of nominal battery 
voltage). 

  3. Electronic or sealed dust-tight transfer relay. 
  4. Six volt, 12 watt integral tungsten halogen lighting heads. 
  5. Input circuit suitable for operation on 120 volt, 60 Hz circuit. 
  6. Cabinet door having vandal resistant fasteners or lockable device and 

continuous piano hinge. 
  7. Voltmeter to indicate battery voltage. 
  8. Mounting shelf or bracket. 
  9. Time delay device for units installed in areas illuminated with high 

intensity discharge lighting fixtures.  Emergency lighting units shall 
remain illuminated 15 minutes after normal power is restored. 

 
2.02 REMOTE LIGHTING FIXTURES 
 
 A. Six volt, 12 watt tungsten halogen lighting fixtures with mounting accessories; 

Dual-Lite Co.’s EXT-P5SB-T, Emergi-Lite’s EF-18, or Exide Electronic’s 
Emergency Lighting Model H. 

 
 
PART 3   EXECUTION 
 
3.01 INSTALLATION 
 
 A. Install the Work of this Section in accordance with the manufacturer’s printed 

instructions. 
 
 B. Insert a copy of the battery warranty in each unit and mark on batteries the date 

placed in service. 
 

END OF SECTION 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
AS 
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