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NOTE: This Addendum forms a part of the Contract Documents.  Insert it in the Project Manual.  

Acknowledge receipt of this Addendum in the space provided on the Bid Form. 

 

 

CONSTRUCTION, HVAC, PLUMBING, ELECTRICAL WORK SPECIFICATIONS 

 

1. Page 000110-3, APPENDIX:  

a. Add the following item: 

“Limited Hazardous Materials Survey Report”.  See Attached Addendum Document.   

 

2. Addendum Document: 

a. Hazardous Materials Report “Limited Hazardous Materials Survey Report” dated August 

18, 2015 prepared by Bergmann Associates accompanies this Addendum and forms part 

of the Contract Documents.  This is being provided in addition to the “Renovation Survey 

For Asbestos Containing Materials, Lead Based Paint & PCB’s” report prepared by 

Adelaide Environmental Health Associates, Inc. 

 

CONSTRUCTION WORK DRAWINGS 
 

3. Drawing No. A-102, CONSTRUCTION KEYED NOTE 18: 

a. Change to read “Provide stainless steel 22”x22” gasketed ceiling access door for access to 

shut-off ball valves.  Provide 600S200-54 (50 ksi) framing connected to primary ceiling 

framing with 4x4 16ga clip angles fastened with (4) #10 self-drilling screws in each leg.  

Coordinate exact location of doors with Plumbing Contractor.” 

 

4. Drawing No. A-502, DETAIL 2 

a. Change the note “(3) #4 rebar full height w/ 6” overlap and tied to embed bar” to read “(3) 

#4 rebar full height w/ 20” overlap and tied to embed bar.” 
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PLUMBING WORK DRAWINGS 
 

5. Drawing No. P-101, PLUMBING REMOVALS PLANS 

a. REMOVAL KEYNOTE 2:  Change to read “Remove existing DCW, DHWC and DHW 

piping above ceiling. Piping in chases shall only be removed 2’- 0” from the ceiling down 

into the chase. All pipes beyond that are existing to remain”. 

 

6. Drawing No. P-102, PLUMBING FLOOR PLANS 

a. RENOVATION KEYNOTE 2:  Change to read “Provide DCW, DHW and DHWC piping. 

Connect to existing piping as shown. All DHW drops to piping chases will be CPVC down 

to 2’- 0” below ceiling. All DCW drops to the piping chases will be copper down to 2’- 0” 

below ceiling”. 

b. RENOVATION KEYNOTE 7:  Change to read “Install ball valves with stem in horizontal 

position. Coordinate location with Construction Contractor. Ceiling access doors will be 

provided by Construction Contractor”. 

 

 

 

END OF ADDENDUM 

 

Margaret F. Larkin 

Executive Director 

Design and Construction 
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1.0 Introduction 
 
The New York State Office of General Services (NYSOGS) retained Bergmann Associates 
(Bergmann) to conduct a Limited Hazardous Materials Survey in Buildings 32 through 38 of the 
Franklin County Correctional Facility (WCF) located in Malone, New York.  The buildings were 
occupied and made accessible at the time of this survey, which was performed to facilitate the 
shower room renovations within the above noted dorm buildings. 
 
OGS is moving forward with a plan to renovate the interior of the shower rooms with limited 
renovation in the adjoining recreation rooms.  This survey was conducted to supplement the 
existing site survey report, where changes or additions to the program were made and to 
facilitate the planned renovation. 
 
 
2.0 Asbestos Survey and Sampling Methodology 
 
Bergmann conducted a site visit to collect bulk samples and to estimate quantities of suspect 
ACM on July 22, 2015.  The site visit and bulk sampling were performed by Jim Marschner, a 
New York State Department of Labor certified Asbestos Inspector.  Samples were collected 
from within each of the dorm buildings that is scheduled to be renovated.   
 
Bergmann personnel conducted the Asbestos Survey in accordance with applicable Federal 
and State regulations.  These regulations include: 
 

• National Emission Standards for Hazardous Air Pollutants (NESHAPS). 
 

• New York State Department of Labor Industrial Code Rule 56 (ICR-56) 
 

• New York State Department of Health Environmental Laboratory Approval Program 
(ELAP) 
 

• National Voluntary Laboratory Accreditation Program (NVLAP) 
 

• Occupational and Health Administration (OSHA) Regulation 29 CFR 1910.1101 and 29 
CFR 1910.134. 

 
Samples were collected in a manner to minimize damage to the surrounding area, to minimize 
potential release of material and in a fashion to ensure the safety of the collection personnel, 
building occupants and any building visitors.  A sample location plan is attached under the 
Figures section.  The Bergmann Asbestos License, laboratory certifications and certifications of 
the persons that conducted the bulk sampling are provided in Appendix A.   
 
Procedures for bulk sampling and measurements included: 

 
• Sample collection area was cleaned of any debris or non-ACM material and was wetted 

with amended water as needed. 
 
• A minimal amount of material was collected and placed into discrete plastic sample 

bags. 
 
• Sample containers were labeled with a site-specific code that reflected location and 

sample number. 
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The representative bulk samples of suspect materials were collected for laboratory analysis.  
The samples from the July 2015 survey were transported via Chain-of-Custody protocol to 
AmeriSci, a New York State Department of Health – Environmental Laboratory Approval  
Program (NYSDOH-ELAP) and National Voluntary Accreditation Program (NVLAP) certified 
asbestos testing laboratory.  Copies of the Chain-of-Custody forms are provided in Appendix B 
of this report. 
 
3.0 Asbestos Laboratory Analysis and Results 
 
All samples, including both friable and non-friable, were initially analyzed for the presence of 
asbestos via Polarized Light Microscopy (PLM).  For friable material and material determined by 
gravimetric analysis to be greater than 1% asbestos no further analysis was required.  PLM 
analysis is typically sufficient on samples of friable insulation, pipe wrap, spray-on fire proofing, 
drywall and plaster. 
 
Some samples were determined to be non-friable organically bound (NOB) material. 
 
The results on representative samples of NOB material that were determined to be non-ACM 
via initial PLM analysis were confirmed via Transmission Electron Microscopy (TEM).  The TEM 
analysis was performed in accordance with NYSDOH-ELAP regulations to confirm the presence 
or absence of asbestos from NOB material.  TEM confirmation is typical of materials such as 
electrical wiring, vinyl floor tile, adhesive mastics and roofing materials including flashing, caulk, 
roofing tar and asphalt shingles. 
 
All laboratory analysis was performed in accordance with NVLAP and NYSDOH ELAP 
regulations.  A copy of the laboratory analysis on the bulk samples is provided in Appendix B of 
this report. 
 
 
4.0 Materials Sampled & Analyzed 
 
Of the suspect materials collected and analyzed, none of the materials were identified as 
asbestos containing.   
 
Materials sampled: 
 

• Shower Door Window Glaze 
• Recreation Room Flooring 

o Black, Gray and Tan Floor Tiles 
• Black and Tan Floor Tile Mastic 
• Tan and Brown Cove Molding Mastic 
• Gray and White Caulk 
• Wire 

o Supply and Shower Lighting  
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5.0 PCB Caulk Evaluation 
 
Concurrent with the July 2015 bulk sampling of suspect ACM, Bergmann personnel identified 
and sampled two suspect caulks for PCBs.  The caulks were found around some of the shower 
entry door frames.  The bulk sample of gray and white caulk were collected for laboratory 
analysis to determine the presence or absence of PCBs.  The PCB samples, chain-of-custody 
forms and laboratory analysis for lead are provided in Appendix B.  The location of 
representative bulk samples of caulk are depicted on the sample location plan. 
 
The laboratory analyses performed on the two suspect PCB caulks collected in July 2015 did 
not indicate the presence of PCBs. 
 
 
6.0 Limitations 
 
This hazardous materials survey investigated the presence of accessible and/or exposed 
suspect ACMs and PCB caulk.  Bergmann did not perform destructive testing within interior 
cavities, spaces that may exist in inaccessible spaces.  Additional suspect materials may remain 
hidden in walls, hidden beneath the FRP wall panels, in columns or within decking.  Should 
suspect material be identified, the material should be sampled and analyze to confirm or deny 
the presence of asbestos. 
 
 
7.0 Asbestos Containing Materials Report Notification Requirements 
 
In accordance with New York State Asbestos Regulations under 12 NYCRR Part 56 (Industrial 
Code Rule 56) Subpart 56-5.1(g), one copy of the results of the building/structure asbestos 
survey shall be immediately transmitted by the building/structure owner as follows: 
 

• The completed asbestos survey for controlled demolition (as per Subpart 56-11.5) or 
pre-demolition asbestos projects shall be submitted to the appropriate Asbestos 
Control Bureau District office.  The bureau office for this project is the Syracuse District 
office: 450 South Salina Street, Syracuse, NY 13202, phone - (315) 479-3215 fax - (315) 
479-3333. 

 
• One copy of the completed ACM survey shall be sent by the owner or their agent to the 

local government entity charged with issuing a permit for demolition, renovation, 
remodeling or repair work under applicable State or local laws. 

 
• The completed asbestos survey shall be kept at the construction site throughout the 

duration of the demolition, renovation, remodeling or repair work. 
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APPENDIX A 
 

BERGMANN ASSOCIATES 
ASBESTOS LICENSE  

WORKER CERTIFICATIONS 
LABORATORY CERTIFICATIONS 

 
  



 

New York State – Department of Labor 
Division of Safety and Health  
License and Certificate Unit 
State Campus, Building 12 

Albany, NY  12240 

 
ASBESTOS HANDLING LICENSE 

Bergmann Associates, Inc.  
28 East Main Street 
200 First Federal Plaza 
 
Rochester, NY  14614 
 

 

FILE NUMBER:  03-0147 
LICENSE NUMBER:  29822 
LICENSE CLASS:  RESTRICTED 
DATE OF ISSUE:  04/09/2015 
EXPIRATION DATE:  04/30/2016 

 

Duly Authorized Representative – Robert K Mccubbin Jr PE:  

 

 This license has been issued in accordance with applicable provisions of Article 30 of the Labor Law of New York State and of  
 the New York State Codes, Rules and Regulations (12 NYCRR Part 56).  It is subject to suspension or revocation for a (1)  
 serious violation of state, federal or local laws with regard to the conduct of an asbestos project, or (2) demonstrated lack of  
 responsibility in the conduct of any job involving asbestos or asbestos material. 

 This license is valid only for the contractor named above and this license or a photocopy must be prominently displayed at the  
 asbestos project worksite.  This license verifies that all persons employed by the licensee on an asbestos project in New York  
 State have been issued an Asbestos Certificate, appropriate for the type of work they perform, by the New York State  
 Department of Labor. 

 

  

  

 Eileen M. Franko,  Director 
SH 432 (8/12) For the Commissioner of Labor 
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APPENDIX B 
 

ASBESTOS CHAIN-OF-CUSTODY FORMS AND  
LABORATORY ANALYTICAL REPORTS 
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