
Updated 09/18/2014 

Printed 11/02/2015 Page 1 of 2 Project No. 45008-CHE  

 

STATE OF NEW YORK 

OFFICE OF GENERAL SERVICES 

DESIGN AND CONSTRUCTION GROUP 

THE GOVERNOR NELSON A. ROCKEFELLER 

EMPIRE STATE PLAZA 

ALBANY, NY  12242 

 

 

ADDENDUM NO. 2 TO PROJECT NO. 45008 

 

CONSTRUCTION WORK, HVAC WORK, ELECTRIC WORK 

RENOVATE MAIN LECTURE HALL 

NYS POLICE ACADEMY 

BUILDING No. 24, 

STATE OFFICE BUILDING CAMPUS 

1220 WASHINGTON AVENUE 

ALABNY, NY 12226 

 

October 30, 2015 

 

NOTE: This Addendum forms a part of the Contract Documents.  Insert it in the Project Manual.  

Acknowledge receipt of this Addendum in the space provided on the Bid Form. 

 

SPECIFICATIONS 

 

1. Specification section 274105, ADD paragraph 2.25.A.10 Docking station. 

2. Specification section 274105, ADD paragraph 2.25.B.10 Docking station. 

3. Specification section 274105, CHANGE in paragraph 2.36 specified model Crestron C2N-

CAMIDJ to Vaddio Production VIEW Precision Camera Controller. 

4. Specification section 274105, ADD paragraph 2.42.I to read the following: 

I. CLASSROOM AV FURNITURE: REFERENCED PRODUCT SPECTRUM 

INDUSTRIES INSTRUCTOR MEDIA SERIES   #68030 

1. Features 

a. Modular design and wide variety of optional accessories allow 

easy configuration for every customer and environment. 

b. Scratch and impact-resistant 11⁄16” high-pressure laminate 

worksurface. 

c. Rack-rail equipment mounting. 

d. Lockable access doors provide security and quick-access to the 

front and rear of the console. 

e. Power / Communication module cutout in worksurfaces (cover 

included) 

f. Side equipment rack grommet holes and worksurface grommets. 

g. Ventilated equipment rack side panels. 

h. Optional locking front doors can be mounted to swing from the 

left or right-hand side of the equipment rack. 

i. Leveling glides keep unit level on uneven surfaces 

j. Warranted to be free of all defects in materials and workmanship 

with a 10-year warranty 

k.  
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2. Construction 

a. The worksurface is constructed from 11⁄16” thick NAUF (No 

Added Urea Formaldehyde) composite board with .030 high-

pressure laminate on one face, and a balancing phenolic backer 

on the opposing face 

b. Worksurface edges are finished with black 3mm PVC edge band 

c. Equipment racks are made of welded, 1” x 1” and 1” x 2” 

rectangular 16-gauge steel tubing 

d. Equipment rack side panels are 20-gauge steel 

e. Curved and filler panels are 16-gauge steel 

f. Front and rear doors have full-length piano hinges 

g. All metal components are finished with a powder coat epoxy 

h. IMC components are shipped knocked-down (KD) and require 

assembly 

i. Verify finishes by architect from standard color combinations. 

  
 

DRAWINGS 

 

1. M106: Add to the Louver Schedule louvers L-3 & L-4; Mech Room-West (L-3), Mech Room-

East (L-4), Intake, Storm-Drainable, 48”x48”, 6” (field verify), 5000, 7, 0.10, aluminum, brown 

anodized to match existing, flanged, bird screen. 

2. E307: Replace Crestron part number C2N-CAMIDJ with Vaddio Production VIEW Precision 

Camera Controller as indicated in outlined area labeled Located in AR2 in control booth. 

3. Notes indicating “Projection Screen” on Elevation 1 on drawing A-203 and Details 2, 3 & 4 on 

drawing A-303 should read “Rear Projection Screen (E-Contract)” 
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Margaret F. Larkin 

Executive Director 

Design and Construction 

 

 

 

 

 

 


