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CONSTRUCTION WORK
REPAIR WASTE WATER TREATMENT
WASHINGTON CORRECTIONAL FACILITY
72 LOCK 11 ROAD
COMSTOCK, NEW YORK 12821
May 28, 2015

NOTE: This Addendum forms a part of the Contract Documents. Insert it in the Project Manual.
Acknowledge receipt of this Addendum in the space provided on the Bid Form.

DRAWINGS
1. SEE ATTACHED DRAWING C-501, SECONDARY CLARIFIERS AND RETURN
SLUDGE PUMPING REMOVALS:

a. Detail 1/C-501: Secondary Clarifier Removals Plan

The existing redwood baffles at the influent and effluent ends of both existing
clarifiers shall be removed.

b. Detail 3/C-501: Section

The existing redwood baffles at the influent and effluent ends of both existing
clarifiers shall be removed.

The existing 4” diameter iron sludge shoe on sludge intake piping to RAS pumps
to be removed, typical for each clarifier.

2. SEE ATTACHED DRAWING C-502, SECONDARY CLARIFIERS AND RETURN
SLUDGE PUMPING REPLACEMENT:

a. Detail 2/C-502: Section
Provide new baffles at the influent and effluent ends of both existing clarifiers.
The size and materials of the new baffles shall match existing. The top of the
new baffle at the effluent end shall be set 3” above clarifier operating water level.
The top of the influent at the influent end shall be set 2” above the clarifier
operating level.

Provide 4” diameter ductile iron flanged sludge shoe on sludge intake piping,
typical for each clarifier.

END OF ADDENDUM
Margaret F. Larkin
Executive Director
Design and Construction
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