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DOCUMENT 003132

GEOTECHNICAL DATA

No test borings or test pits were performed for this project.  The subsurface exploration logs included in this 
document were obtained from “in-house” (OGS) facility folders and electronic data that were developed from 
previous projects performed at the Hudson Correctional Facility.  The data contained herein is only provided to 
give a general description of the soil conditions.  The contractor can assume that the soils encountered for this 
Contract will be the same or very similar to those presented on the attached logs, but he/she must also note that the 
site grades may have increased or decreased since the performance of the test borings or test pits. 

The approximate location of the test borings and test pits performed for the preparation of the attached exploration 
logs are shown on the Drawings included at the end of this Section.  Please note, these drawings are only included 
to show the approximate locations of the test borings and test pits. 

The observed water levels and/or conditions noted on the subsurface logs are as recorded at the time of exploration. 
 These water levels and/or conditions may vary considerably with time, according to the prevailing climate, rainfall, 
or other factors and are otherwise dependent on the duration of and method used in the explorations program. 

Sound engineering judgment was exercised in preparing the subsurface logs.  This information was prepared and is 
intended for State design and estimate purposes only.  Its presentation is for the purpose of providing intended users 
with access to the same information available to the State.  These subsurface logs are presented in good faith and 
are not intended as a substitute for personal investigation, independent interpretations, or judgment of the bidders. 
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Ground Elev.:
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Test boring B202

Test boring B18/87

Test Boring Location Plan



Test Boring B207

Test Boring Location Plan



Test Boring B5/57

Test Boring B8/46

Test Boring B9/46

Test Boring Location Plan



Test Boring B209

Test Boring B216/87
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