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STATE OF NEW YORK 
OFFICE OF GENERAL SERVICES 

DESIGN AND CONSTRUCTION GROUP 
THE GOVERNOR NELSON A. ROCKEFELLER 

EMPIRE STATE PLAZA 
ALBANY, NY  12242 

 

 
ADDENDUM NO. 1 TO PROJECT NO. Q1582 

 
CONSTRUCTION WORK 
REPAIR/REPLACE ROOF 

ADMINISTRATION BUILDING – STATE ARMORY 
1700 PARKWAY EAST 

UTICA, NY 13501 
 
August 1, 2014 
 
NOTE: This Addendum forms a part of the Contract Documents.  Insert it in the Project Manual.  

Acknowledge receipt of this Addendum in the space provided on the Bid Form. 
 
BIDDING REQUIREMENTS 
 

1. DOCUMENT 001114 ADVERTISEMENT FOR BIDS: The last day for receipt of bids is 
changed from Wednesday, August 6, 2014, to Wednesday September 10, 2014. 

 
 
DRAWINGS 
 
2.  SHEET NO. G-101  

Drawing 2 – Site Plan 
 REPLACE the site plan drawing with the attached Partial Site Plan Drawing on addenda 

drawing ADD 1.0.  The notes and legend are to remain unchanged. 
 
3.  SHEET NO. A-101  

Drawing 1 – Roof Plan 
  At roof area C1, CHANGE section tag 7/A506 to read 7/A505. 
 
 Drawing 1 – Interior Floor Plan Below Roof 
  MODIFY Roof Drain Access Note to read as follows: 
   ROOF DRAIN ACCESS NOTE: 

 At all replaced roof drains (RD) locations on the roof areas “A” & “D” remove 
and replace existing lay-in ceiling tile as required for access to plaster ceilings 
above.  Cut a 3’x2’ opening in the plaster ceiling at all (eleven) locations.  Patch 
with plaster or gypsum wall board; tape, sand and paint to match the existing.  
Provide additional support framing as required. Refer to 2/A502 for additional 
information.” 

 
 
 
Note 12, CHANGE note to read: 
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  “12. ROOF DRAINS 
A.  At all roof drains scheduled to remain, replace the drain strainers and 
clamping rings with cast iron clamping rings and stainless steel bolts of sufficient 
length as necessary for proposed roof assembly. At all roof drains scheduled to 
remain, clean the bowls free of asphalt contaminations down to shiny metal. 
B.  At the completion of the roofing operations, clean all roof drains from the 
roof to  leaders. Contractor shall be responsible for water testing and correcting  
roof drain flow upon final acceptance of the work. 
C.  Roof Drain Schedule: 

Roof Area A & D  – Remove and replace all roof drain bowls, bowl  
 accessories, piping, insulation etc per the specifications.  

Roof Area C – Restore roof drain bowls as described above.” 
   
4.  SHEET NO. A-102 
 Drawing 2 – Removals Plan 
  DELETE the following notes in their entirety: 

 “Note: Installation of an access hatch is required in the turret ceilings to allow 
access to the underside of the existing finial so lighting protection conductor can 
be connected.” 

 
 “Remove an area of existing plaster ceiling at each turret (4 total) to allow 

installation of  a 24”x24” stainless steel access hatch.  Provide additional 
framing members as required to  fully support access hatch.” 

 
MODIFY the following door note as follows: 
 “Remove and replace H.M. doors and frames (one at each turret).” 

 
5.  SHEET NO. A-505 
 Detail 6 – Detail @ Small Turret Door 
  MODIFY the proposed curb location to align with the proposed door location.  Modify 

 the door sill configuration to be similar to detail 3 on A-505.  Maintain the roof 
 counterflashing height below the door sill.  Provide stainless steel threshold. 

 
 
SPECIFICATION GROUP 
 
6.  SECTION 081102 - Steel Doors and Frames 
 ADD the following sub-paragraph: 
  2.04 – e. Thresholds.  Stainless steel threshold, depth and width as scheduled. 
  
 ADD the following paragraph: 
  “3.06   DOOR AND HARDWARE SCHEDULE 
 

TURRETT 
DOOR 
LOCATION 

WIDTH HEIGHT THICK MATERIAL FINISH HAND FRAME FINISH 

EAST 2’6” 3’-0” 1-3/4” GALV. HM PAINT LHR GALV. HM PAINT 
EAST 
CENTER 

3’3” 6’-2” 1-3/4” GALV. HM PAINT LHR GALV. HM PAINT 

WEST 
CENTER 

3’3” 6’-2” 1-3/4” GALV. HM PAINT RHR GALV. HM PAINT 

WEST 2’6” 3’-0” 1-3/4” GALV. HM PAINT RHR GALV. HM PAINT 
 FIELD VERIFY ALL DIMENSIONS. 

1.  ALL HARDWARE SHALL BE EXTERIOR GRADE” 
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END OF ADDENDUM 

 
Margaret F. Larkin 
Acting Executive Director 
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